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Summary 
An investigation has been conducted at wind-off 

conditions in the static-test facility of the Langley 
16-Foot Transonic Tunnel to determine the internal per- 
formance characteristics of a two-dimensional conver- 
gent nozzle with a thrust-vectoring capability up to 60". 
Vectoring was accomplished by a downward rotation 
of a hinged upper convergent flap and a correspond- 
ing rotation of a center-pivoted lower convergent flap. 
The effects of geometric thrust-vector angle and upper- 
rotating-flap geometry on internal nozzle performance 
characteristics were investigated. Nozzle pressure ratio 
was varied from 1:O (jet off) to approximately 5.0. 

Results of the investigation indicate that unvectored 
performance of the two-dimensional convergent nozzle 
was comparable to unvectored axisymmetric nozzle lev- 
els. The nozzle was, in general, highly effective in'pro- 
viding large thrust-vector angles (up to 60") with little 
loss in resultant thrust ratio. 

Introduction 
Increased mission requirements for tactical aircraft 

have given rise to the consideration of propulsion system 
participation in the enhancement of aircraft maneuver, 
attitude control, and take-off and landing performance. 
Propulsion systems in which the nozzles have the abil- 
ity to change the direction of the thrust vector to gen- 
erate forces and moments have been considered. If such 
a propulsion system were incorporated properly into 
the aircraft system, significant performance improve- 
ments could be realized. Both axisymmetric (refs. 1 
to 5) and nonaxisymmetric nozzle configurations (refs. 1 
and 5 to 24) have been examined; however, the non- 
axisymmetric (two-dimensional) nozzle has been found 
to be much more amenable to incorporation of thrust- 
vectoring schemes (ref. 23). 

To date, most of the research on vectoring non- 
axisymmetric nozzle internal performance has been 
conducted on either the single-expansion-ramp nozzle 
(SERN) (refs. 4, 6, and 9 to 23) or the two-dimensional 
convergent-divergent (2-D C-D) nozzle (refs. 1, 4, 5, 7, 
8, 11 to 16, 19, 21, and 23 to 25). Thrust vectoring on 
SERN nozzles is accomplished by several different me- 
chanical schemes, but on 2-D C-D nozzles most of the 
vectoring schemes depend on rotation of the divergent 
flaps to turn the nozzle flow. When a convergent two- 
dimensional nozzle is considered, some other method 
of nozzle actuation to vector thrust must be examined 
since divergent flaps are not present on a convergent 
nozzle. 

The present paper contains static internal perfor- 
mance data and a limited amount of internal pres- 
sure distribution data  for a nonaxisymmetric conver- 
gent nozzle that  was originally designed in a program 

to examine the incorporation of thrust vectoring (for 
providing STOL capability) into the Grumman A-6 air- 
craft. The A-6 aircraft is amenable to the incorporation 
of thrust vectoring, because the exhaust nozzles are near 
the aircraft center of gravity. Hence, extensive redesign 
of tail surfaces or addition of canards to trim the thrust 
vector would be unnecessary. The data are intended 
to help provide an understanding of the complex flow 
mechanisms involved in vectoring a convergent nozzle 
to provide resultant thrust angles significantly higher 
than previously considered (up to 60") as well as to ex- 
tend the current data base on nonaxisymmetric nozzles. 
The nozzle investigated was a unique concept, in that 
vectoring was accomplished by the downward rotation 
of a hinged upper convergent flap and a correspond- 
ing rotation of a center-pivoted lower convergent flap. 
The effects of thrust-vector angle and upper-rotating- 
flap geometry on internal nozzle performance character- 
istics were investigated for nozzle pressure ratios from 
1.0 (jet off) to approximately 5.0. 

Symbols 
All forces (with the exception of resultant gross 

thrust) and angles are referred to the model centerline 
(body axis). A detailed discussion of the data-reduction 
and calibration procedures as well as definitions of 
forces, angles, and propulsion relationships used herein 
can be found in reference 21. 
At total nozzle throat area, in2 

F measured thrust along body axis, 
lbf 

Fl ideal isentropic gross thrust, 

lbf 

FT resultant gross thrust, J-, 
lbf 

9 gravitational constant, 32.174 ft/sec2 

hi secondary-nozzle throat height 
(fig. 3(b)), in. 

hU primary-nozzle throat height 
(fig. 3(b)), in. 

length of lower fixed flap, 1.300 in. 

length of lower rotating flap, 
2.690 in. 

length of upper rotating flap, 
1.397 in. 

11,fixed 

h,rot 

Lrot 

N measured normal force, lbf 



NPR 

P 

Pa 

P t J  

R 

X 1  

X" 

z 

nozzle pressure ratio (ratio of jet 
total pressure to ambient pressure) 

local static pressure, psi 

ambient pressure, psi 

jet total pressure, psi 

gas constant for air, 53.364 ft- 
lb/lb"R 

jet total temperature, "R 

ideal weight-flow rate, lbf/sec 

measured weight-flow rate, lbf/sec 

axial distance measured from 
nozzle connect station, positive 
downstream, in. 

location of upper-flap pressure 
orifices on longitudinal axis which 
rotates (with upper rotating flap), 
is parallel to internal surface of 
baseline upper rotating flap, and is 
positive downstream of hinge point 
of upper rotating flap. Negative 
x' is parallel to body axis and 
remains fixed (fig. 3(a)), in. 

chordwise location of pressure ori- 
fices on lower rotating flap, posi- 
tive downstream of leading edge of 
lower rotating flap (fig. 3(a)), in. 

vertical distance measured from 
model centerline, positive up, in. 

ratio of specific heats, 1.3997 for 
air 

measured resultant thrust-vector 
angle, tan-' $, deg 

lower-flap rotation angle (fig. 3(a)), 
positive down, deg 

upper-flap rotation angle 
(fig. 3(a)), positive down, deg 

design thrust-vector angle mea- 
sured from horizontal reference 
line, positive down, deg 

Sidewall orifice designations: 

PRSIDl to 
PRSID37 

Abbreviations: 

Conf 

sidewall static pressures (tables I1 
to XVI and fig. 3(d)) 

configuration 

rot rotating 

Sta. model station, in. 

Apparatus and Methods 

Static-Test Facility 

This investigation was conducted in the static-test 
facility of the Langley 16-Foot Transonic Tunnel with 
the jet exhausting to atmosphere. This facility utilizes 
the same clean, dry-air supply as that used for jet 
simulation in the Langley 16-Foot Transonic Tunnel and 
a similar air-control system -including valving, filters, 
and a heat exchanger (to operate the jet flow at constant 
stagnation temperature). 

Single-Engine Propulsion Simulation System 

A sketch of the single-engine air-powered nacelle 
model on which various nozzles'were mounted is pre- 
sented in figure 1 with a typical nozzle configuration 
attached. The body shell forward of station 20.50 was 
removed for this investigation. 

An external high-pressure air system provided a con- 
tinuous flow of clean, dry air a t  a controlled tempera- 
ture of about 530"R. This high-pressure air was brought 
through a dolly-mounted support strut by six tubes 
which connect to a high-pressure plenum chamber. As 
shown in figure 1, the air was then discharged perpen- 
dicularly into the model low-pressure plenum. This 
method was designed to minimize any forces imposed 
by the transfer of axial momentum as the air is passed 
from the nonmetric high-pressure plenum to the met- 
ric (mounted to the force balance) low-pressure plenum. 
Two flexible metal bellows are used as seals and serve 
to compensate for axial forces caused by pressurization. 
The air was then passed from the model low-pressure 
plenum (circular in cross section) through a transition 
section, a choke plate, and an instrumentation section. 
The transition section provided a smooth flow path for 
the airflow from the round low-pressure plenum to the 
rectangular choke plate and instrumentation section. 
The instrumentation section had a flow path width- 
height ratio of 1.437 and was identical in geometry to 
the nozzle airflow entrance. The nozzles were attached 
to the instrumentation section at model station 41.13. 

Nozzle Design 

Figure 2(a) is a photograph of a typical nonaxisym- 
metric nozzle installed on the single-engine propulsion 
system. Photographs of typical vectored and unvec- 
tored nozzle configurations with one sidewall removed 
are shown in figure 2(b). As seen in the photographs 
and in the model sketches presented in figure 3, the 
nozzle is a nonaxisymmetric convergent nozzle in the 
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forward thrust mode (6, = 0"). Thrust vectoring up to 
6, = 60" was accomplished by a downward rotation of 
a hinged upper flap and a corresponding rotation of a 
center-pivoted lower flap. (See fig. 2(b).) At 6, = 0", 
the nozzle throat is fixed at the nozzle exit. For 6, > 0", 
the nozzle has two separate throats-one between the 
upper rotating flap and the top surface of the lower ro- 
tating flap and one between the bottom surface of the 
lower rotating flap and the fixed segment of the lower 
flap. This type of vectoring scheme can be advanta- 
geous in that the center of action of the resultant thrust 
vector is farther upstream (closer to the airplane center 
of gravity) than would be expected for a more typical 
thrust-vectoring scheme, for which two hinged flaps are 
rotated downward simultaneously. 

Important configuration parameters for the config- 
urations investigated are shown in table I and details of 
the model geometry are shown in figure 3. For all vec- 
tored configurations, the lower-flap rotation angle 61 is 
equal to the design thrust-vector angle 6,. The upper- 
flap rotation angle 6, increased as nozzle 6, increased 
except for the 6, = 60" configurations. As shown in 
t&!e I, fer a design thrust-vcctor angle of 60°, the io- 
tation angle for the upper flap lies between those values 
indicated for vector angles of 15" and 30". The upper- 
flap rotation angles were selected to provide a nearly 
constant effective flow area independent of thrust-vector 
angle. Effective flow area could be expressed as the 
product of discharge coefficient wp/wi and measured 
total throat area A t .  Thus, in anticipation of a large 
drop in discharge coefficient a t  6, = 60", upper throat 
area was increased by decreasing upper-flap rotation an- 
gle a t  6, = 60". Measured total throat area tends to 
increase with increasing design thrust-vector angle (see 
table I) for the model hardware investigated. 

In addition to geometric thrust-vector angle, the 
geometry of the upper rotating flap was investigated. 
Sketches of the three geometries tested are shown in fig- 
ure 3(c). The angled upper rotating flap was identical 
in length to  the baseline flap, but the flap surface was 
modified to provide an 8.05" increase in the terminal 
angle of the upper rotating flap. This modification was 
used to determine what effects, if any, terminal angle 
had on overall nozzle turning characteristics. The long 
upper rotating flap was merely an extended baseline 
flap (0.5 in. longer) and was expected to provide larger 
turning angles than the baseline flap, because flow is 
contained longer on the upper surface of the lower ro- 
tating flap. The sidewall extension shown in figure 3(d) 
was used to  provide full sidewall containment on those 
configurations employing the long upper rotating flap. 

For purposes of discussion, the exhaust flow path 
formed between the upper rotating flap and the top 
surface of the lower rotating flap is referred to as 
the primary exhaust passage. The exhaust flow path 

between the bottom surfaces of the lower rotating flap 
and the lower fixed flap is referred to as the secondary 
exhaust passage. 

Instrumentation 

A three-component strain-gauge balance was used to 
measure the forces and moments on the model down- 
stream of station 20.50 in. (See fig. 1.) Jet total pres- 
sure was measured at a k e d  station in the instrumen- 
tation section (see fig. 1) by means of a four-probe rake 
through the upper surface, a three-probe rake through 
the side, and a three-probe rake through the corner. 
A thermocouple, also located in the instrumentation 
section, was used to measure jet total temperature. 
Weight-flow rate of the high-pressure air supplied to the 
nozzle was determined from pressure and temperature 
measurements in the high-pressure plenum (located 
on top of the support strut) calibrated with standard 
axisymmetric nozzles of known discharge coefficient. In- 
ternal static-pressure orifices were located on all fixed- 
and rotating-flap hardware tested and on the right-hand 
sidewall. The static-pressure orifices located on the noz- 
zle flaps (both fixed and rotating) consisted of a single 
row of orifices along the centerline. Actual locations of 
these orifices can be determined by examination of ta- 
bles I1 to XVI. Static-pressure orifice locations on the 
sidewalls are shown in figure 3(d). Because of the rotat- 
ing geometry, three independent axis systems were used 
to define static-pressure orifice locations. The symbols 
z' and xi' represent axis systems used to locate pres- 
sure orifices on the upper flap (rotating and fixed seg- 
ments) and on the lower rotating flap, respectively. (See 
fig. 3(a).) The symbol z represents an axis system which 
is parallel to the model body axis and positive down- 
stream of the nozzle connect station. It is used to locate 
pressure orifices on the sidewall (see fig. 3(d)) and on 
the fixed lower flap (see fig. 3(a)). The positive z' axis 
is defined to be parallel to the internal surface of the 
baseline upper rotating flap and is positive downstream 
of the upper rotating flap pivot point located a t  model 
station 43.58. (See fig. 3(a).) The negative z' axis is 
parallel to the body axis and remains fixed. The axis 
system labeled z" is defined to be parallel to the lower 
rotating flap centerline and positive downstream of the 
rotating flap leading edge. Both the positive x' and 
z" axes rotate with 6, and 61, respectively. Pressure 
orifice locations were defined in this manner to allow 
a more direct comparison of the respective upper and 
lower rotating flap pressure distributions. 

Data Reduction 

All data were recorded simultaneously on magnetic 
tape. Approximately 50 frames of data, taken a t  a 
rate of 10 frames per second, were used for each data 
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point; average values were used in computations. Data 
were recorded in an ascending order of pt,3. With the 
exception of resultant gross thrust F,, all force data in 

The basic performance parameters used for the pre- 
sentation of results are FIF,,  F,/F,, 6, and wp/w,. The 
internal thrust ratio F I F ,  is the ratio of actual noz- 
zle thrust (along the body axis) to ideal nozzle thrust, 
with ideal nozzle thrust based on measured weight-flow 
rate and total temperature and pressure conditions in 
the nozzle throat as defined in the symbols. The bal- 
ance axial-force measurement, from which actual nozzle 
thrust is subsequently obtained, is initially corrected 
for model weight tares and balance interactions. Al- 
though the bellows arrangement was designed to elimi- 
nate pressure and momentum interactions with the bal- 
ance, small bellows tares on axial, normal, and pitch 
balance components still exist. These tares result from 
a small pressure difference between the ends of the bel- 
lows when internal velocities are high and from small 
differences in the forward and aft bellows spring con- 
stants when the bellows are pressurized. As discussed 
in reference 21, these bellows tares were determined 
by running calibration nozzles with known performance 

ments. The balance data were then corrected in a man- 
ner similar to that discussed in reference 21  to obtain 
actual nozzle thrust, normal force, and pitching mo- 
ment. The resultant gross thrust F,, used in resultant 
thrust ratio F,/F,, and the measured resultant thrust 

balance data. Resultant thrust ratio F,/F, is equal to 
internal thrust ratio F I F ,  as long as the jet-exhaust flow 
remains unvectored (6 = 0"). Significant differences be- 
tween F,/F, and F / F ,  occur when jet exhaust flow is 
turned from the axial direction; the magnitudes of these 
differences are a function of 6. Nozzle discharge coeffi- 
cient wp/w, is the ratio of measured weight-flow rate to 

on jet total pressure p t , j ,  jet total temperature Tt,j ,  and 
measured nozzle throat area. 

I 

I this report are referenced to the model centerline. 

I 

l over a range of expected normal forces and pitching mo- 

I vector angle 6 are then determined from these corrected 

I 

I ideal weight-flow rate with ideal weight-flow rate based 

Presentation of Results 
The results of this investigation are plotted in the 

following figures: 

Figure 

distributions . . . . . . . . . . . . . . . . 4 
IJpper-flap static-pressure distributions . . . . . 5 
Lower-fixed-flap static-pressure 

distributions . . . . . . . . . . . . . . . . 6 
Sidewall pressure contours of p / p t , J  . . . . . . . 7 
Effects of upper-rotating-flap configuration 

on nozzle performance . . . . . . . . . . . 8 

I Lower-rotating-flap static-pressure 

Summary of the effects of vector angle 
on F,/Fi and 6 . . . . . . . . . . . . . . 9 

Discussion of Results 

Internal Static-Pressure Distributions 

Internal static-pressure-ratio p / p t , ,  data are pre- 
sented in tabulated form in tables I1 to XVI for each 
nozzle pressure ratio (NPR) and configuration tested. 
Static-pressure-ratio data are presented for all orifice 
locations and include pressure for both upper and lower 
flaps as well as for the nozzle sidewall. Typical internal 
static-pressure-ratio distributions for various configura- 
tion comparisons are shown in figures 4 to 6. 

Eflects of vector angle on lower-rotating-flap 
pressures. The effects of thrust-vector angle on lower- 
rotating-flap centerline static-pressure distributions are 
presented in figure 4 for all three upper-rotating-flap 
configurations tested. Pressures on both the top and 
bottom surfaces of the lower rotating flap are shown for 
a nominal NPR of 3.0. 

As seen in figure 4, static pressures on the top sur- 
face of the lower rotating flap generally decreased as 
thrust-vector angle increased from 15" to 60". The 
45" and 60" vectoring cases exhibit pressure distri- 
bution characteristics which are significantly different 
from those of the 15" and 30" vectoring cases and are 
similar in character to distributions observed for single- 
expansion-ramp nozzles (SERN). Reasons for these dif- 
ferences are discussed in more detail subsequently. 

Static pressure generally increased on the bottom 
surface of the lower-rotating-flap as thrust-vector an- 
gle increased in all cases except a t  6, = 15". At this 
thrust-vector angle, the throat height of the secondary 
exhaust passage hl is small relative to the exit height 
(formed by the lower rotating flap and the termination 
of the fixed lower-flap radius). Therefore, there is a rel- 
atively large secondary-passage expansion ratio (ratio 
of exit area to throat area). Since the NPR required for 
fully expanded flow (design NPR) is much higher than 
NPR = 3.0 for a large expansion ratio, the secondary 
exhaust passage is greatly overexpanded. The static- 
pressure-ratio distributions shown for 6, = 15" reflect 
this fact and indicate shock-induced separation over the 
last 50 percent of the bottom surface of the lower ro- 
tating flap. This shock-induced separation is generally 
characterized by a sudden increase in pressure followed 
by a "plateau" or region of little change in pressure. 
With such a large separated region, nozzle thrust per- 
formance would be expected to suffer. Of course, as 
NPR is increased, these shock-induced-separation losses 
should decrease and result in increased nozzle perfor- 
mance in the secondary passage. Unfortunately, the 
primary-nozzle passage at  6, = 15" forms a convergent 
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nozzle with a design NPR of approximately 2.0; hence, 
increases in the performance of the secondary-nozzle 
passage may be more than offset by increased under- 
expansion losses (NPR > design NPR) in the primary 
passage as NPR is increased. 

As might be expected with the large variations in 
static-pressure distributions shown in figure 4, geomet- 
ric thrust-vector angle also had a large impact on throat 
location (PIPt , ,  = 0.528), especially on the lower rotat- 
ing flap. As 6, increased, the throat location moved up- 
stream on the top surface of the lower rotating flap and 
downstream on the bottom surface of the lower rotating 
flap. These shifts in throat location have a large effect 
on the length of the external expansion surface (expan- 
sion occurring downstream of the nozzle exit) and are 
a t  least in part responsible for the fact that these data 
exhibit some similarity to SERN static-pressure distri- 
butions. (See refs. 19, 20, 22, and 24.) This was espe- 
cially true at  the higher geometric thrust-vector angles 
(45" and 60"). Very often, SERN static-pressure distri- 
butions on the ramp are characterized by a pattern of 
alternate regions of expansion and compression. Exam- 
ination of' model geometry (e.g., see fig. 3(b)) indicates 
that the lower rotating flap becomes an external expan- 
sion surface aft of the exit planes of both the primary 
and secondary exhaust passages during vectored-thrust 
operation. 

For the 6, = 60" configurations, it is seen in fig- 
ures 4(a) and (b) that the initial extreme overexpan- 
sion downstream of the throat on the top surfacc is 
followed by a compression (increased pressures), an ex- 
pansion (decreased pressures), and another compression 
(which may be a weak shock near the trailing edge of 
the lower rotating Rap). The SERN-like trends are more 
predominant at the higher thrust-vector angles because 
the upstream movement of the throat in the primary 
exhaust passage results in a relative increase in the ex- 
posed length of the external expansion surface as thrust- 
vector angle increases. 

Eflects of vector angle on upper-flap pressures. The 
effects of thrust-vector angle on upper-flap centerline 
static-pressure distributions are presented in figure 5. 
In all cases except 6, = 60" with the long upper rotat- 
ing flap installed (fig. 5(c)), static-pressure ratios were 
higher for vectored nozzle configurations than for un- 
vectored configurations. For thrust-vector angles from 
15" to 45", variations in static-pressure distributions for 
changes in vector angle were very small. The location 
of the nozzle throat (PIPt , ,  = 0.528) was downstream 
of the last orifice on the upper rotating Rap (except for 
the long upper rotating flap at  6, = 60"). This location 
indicated subsonic flow up  to the nozzle exit. Several 
studies (summarized in ref. 23) have concluded that 
subsonic turning of the exhaust flow results in fewer 
turning losses; hence, reasonably high primary exhaust 

passage performance might be expected. The 6, = 60" 
configurations resulted in static pressures on the upper 
rotating flap for all three upper-rotating-flap configura- 
tions which were lower than those for the other vectored 
configurations tested. As discussed previously in the 
"Nozzle Design" section, the upper rotating flap was 
not rotated downward as much for the 6, = 60" con- 
figurations as for the 6, = 30" and 45" configurations. 
As a result, the primary exhaust passage convergence 
is decreased relative to the 6, = 30" and 45" configura- 
tions, and for the case of the long upper rotating flap, 
some primary-passage divergence actually occurs. The 
net result is an overall decrease in the static pressure 
on the upper rotating flap. 

Eflects of vector angle on lower-flap fixed-segment 
pressures. The effects of design thrust-vector angle on 
static-pressure-ratio distributions of the k e d  segment 
of the lower flap are presented in figure 6 for the baseline 
upper rotating flap. Data are presented only for the 
baseline upper rotating flap, because lower fixed-flap 
static pressures were independent of the upper rotating 
flap cedjiuration. Once the secoodxy exhmst passage 
was opened (6, > O"),  pressures on the lower fixed 
flap decreased, and throat location moved upstream 
as 6, increased up to 30". Additional increases in 
thrust-vector angle had little effect on throat location. 
Of course, only the primary throat exists when the 
secondary exhaust passage is closed (6, = 0"). 

Effects of upper-rotating-flap configuration. The 
effects of upper-rotating-flap configuration on static- 
pressure-ratio distributions of the lower rotating flap 
can be examined by comparison of figures 4(a) to (c). 
Pressure distributions on the bottom surface are rela- 
tively independent of upper-rotating-flap configuration. 
Upper-flap exit terminal angle had almost no effect on 
static pressures on the top surface of the lower rotat- 
ing flap, but static pressures were generally somewhat 
higher for the long upper rotating flap. 

Comparison of figures 5(a) to (c) indicates that in- 
creased convergence (relative to the baseline) resulting 
either from a steeper terminal angle (as on the angled 
upper rotating flap) or from increased length of the 
converging region (as on the long upper rotating flap), 
caused an increase in static pressures on the rotating 
segment of the upper flap. Again, the 60" vectoring 
case is the exception. 

Contours of p l p t , , .  Contours of sidewall p l p t , ,  
for several nozzle configurations are presented in fig- 
ure 7. These contours were computed using a very lim- 
ited number of pressures (see fig. 3(d)) and should be 
used only as a qualitative indication of internal flow 
properties. The pressures used for the contours con- 
sisted of the entire series of static sidewall and upper- 
and lower-flap centerline static pressures where needed 
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to represent a reasonable contour. Thus, it was assumed 
that the flap centerline static pressures were uniform 
across the entire flap width. It must be cautioned, how- 
ever, that a substantial nonuniform, three-dimensional 
flow field can exist, especially in the throat region, as 
discussed in reference 25. Straight and Cullom (ref. 25) 
report that sidewall static pressures in the throat re- 
gion tend to remain higher than flap static pressures a t  
a given axial station. 

Contours of p / p t , ,  for all three upper-rotating-flap 
configurations are presented in figures 7(a) to (c) for 
6, = 0". As discussed previously, internal static pres- 
sures a t  a given axial location in the nozzle were some- 
what higher for the angled and long upper rotating flap 
than for the baseline upper rotating flap. In all cases, 
the pressure distributions were uniform. 

The remaining contour plots of p / p t , J  are for the 
range of thrust-vector angle tested with the baseline 
upper rotating flap and are presented in figures 7(d) 
to (g). For 6, = 15", the contour plot shown in 
figure 7(d) indicates, as discussed previously, highly 
expanded flow in the secondary exhaust passage and 
subsonic flow up to the nozzle exit in the primary nozzle 
passage. As expected, the secondary-passage throat 
(PIP t , ,  = 0.528) is formed near the leading edge of 
the lower rotating flap. Increases in the thrust-vector 
angle to 30" or higher result in relatively uniform flow 
in the secondary nozzle passage. (See figs. 7(e) to (g).) 
As the lower rotating flap angle 6i increases, throat 
location on the bottom surface of the lower rotating 
flap moves downstream, and the throat appears to 
be more or less perpendicular to the lower rotating 
flap. As was the case for 6, = 15", both the 6, = 
30" and 6, = 45" configurations indicate subsonic 
flow up to the primary exhaust passage exit; hence, 
prospects for efficient turning of the exhaust flow are 
good. For 6, = 45" (fig. 7(f)), a small separation 
bubble appears to form in the primary exhaust passage. 
This bubble appears to be very small, and therefore 
should have little effect on performance. At 6, = 60" 
(fig. 7(g)), supersonic flow occurs over a large portion of 
the lower rotating flap in the primary exhaust passage. 
The fact that the pressures on the top surface of the 
lower rotating flap are considerably lower than on the 
bottom surface should help to provide a net normal 
force upward, which should improve resultant turning 
angle. 

Performance Comparisons 
Nozzle internal thrust ratio FIF, ,  resultant thrust 

ratio F,/F,, discharge coefficient wp/w,, and resultant 
thrust-vector angle 6 are presented in figure 8 as a 
function of NPR. Data are presented for each upper- 
rotating-flap configuration investigated at constant val- 
ues of design thrust-vector angle 6,. Faired lines with no 

symbols indicate resultant thrust ratio F,/F,. Also, the 
break in the F / F z  scale for 6, = 45" (figs. 8(d) and (e)) 
allows the presentation of both resultant thrust ratio 
Fr/Fz  and thrust ratio F / F z  on the same figure. 

Eflects of upper-rotating-flap configuration. As 
seen in figure 8, upper-rotating-flap configuration had 
very little effect on resultant thrust ratio Fr/Fz  except 
a t  6, = 15". At 6, = 15", the long upper rotating flap 
resulted in a 1-percent decrease in F,/F, when com- 
pared with the baseline and angled upper-rotating-flap 
configurations. The reason for this loss is not under- 
stood, but because the effects of upper-rotating-flap 
configuration on static-pressure distributions in the sec- 
ondary passage are small, it is assumed that most of the 
loss takes place in the primary passage. Examination 
of the static pressure in the primary passage for the 
6, = 15" case (figs. 4 and 5) shows that static pressures 
on the top surface of the lower rotating flap remain 
higher for the long upper rotating flap than for either 
the baseline or angled upper rotating flaps. Also, it can 
be seen that the throat location on the lower rotating 
flap moves from = 0.91 for the long upper flap 
to approximately 0.82 for the baseline and angled up- 
per flaps. This move causes more of the exhaust flow 
expansion to occur on the lower rotating flap for the 
baseline and angled upper flap than for the long upper 
flap. 

In general, resultant thrust-vector angle varied with 
NPR. This variation is common for nozzles with an ex- 
ternal expansion surface and is the result of the chang- 
ing pressure distribution on the external expansion sur- 
faces. The long upper rotating flap provided larger re- 
sultant thrust-vector angles than either the baseline or 
angled upper rotating flaps, probably because of the in- 
creased containment of exhaust flow on the upper sur- 
face of the lower rotating flap. Associated with these 
increases in resultant thrust-vector angle is an axial- 
thrust (body-axis) performance penalty. The reduced 
internal thrust ratio F / F z  of the long upper rotating 
flap is a result of a larger percentage of the thrust be- 
ing turned away from the axial direction. 

As might be expected, upper-rotating-flap configu- 
ration also affected nozzle discharge coefficient. In the 
unvectored-thrust mode (6, = 0"), the baseline upper 
rotating flap provided the highest level of discharge co- 
efficient, and the long upper rotating flap the lowest. 
Apparently, losses due to viscous effects, which result in 
a reduction in the amount of mass flow capable of be- 
ing passed through the throat, increase with increased 
upper-flap and sidewall length. In fact, the increased 
length of the upper rotating flap causes a portion of the 
upper rotating flap to become an external expansion 
ramp. In this case, both the pressure distributions (ta- 
ble XI1 and fig. 7(c)) and resultant thrust-vector-angle 
data indicate that the throat plane may be skewed. This 
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is a common occurrence on single-expansion-ramp noz- 
zles. (See refs. 19 and 22.) Skewing of the throat plane 
may reduce the efficiency with which the nozzle passes 
mass flow. It may also provide different values of effec- 
tive throat area than the measured values. Once the 
nozzle was vectored (6, > 0"), the long upper rotating 
flap produced the highest nozzle discharge coefficients, 
and the angled upper rotating flap produced the lowest 
discharge coefficients. One characteristic of both vec- 
tored and unvectored configurations is that nozzle dis- 
charge coefficient is not independent of NPR. Discharge 
coefficient tends to increase with increasing NPR, but 
the increases appear to be smaller a t  the higher vector 
angles. Unfortunately, little insight as to why this OC- 
curs could be gained from examination of the internal 
pressure distributions on the unvectored (6, = 0") con- 
figurations, because the nozzle throat was formed aft 
of the most downstream pressure orifice location. How- 
ever, the pressure distributions for the vectored configu- 
rations suggest that throat location does vary with NPR 
in both the primary and secondary exhaust passages. In 
the primary exhaust passage, the static-pressure data 
indicate that throat location on the top surface of the 
lower rotating flap generally moves throughout the NPR 
range tested except when 6, = 60°, where the throat is 
upstream of the first pressure orifice location on the 
lower rotating flap. Throat location in the secondary 
exhaust passage (on the bottom surface of the lower ro- 
tating flap) appeared to vary only up to a nozzle pres- 
sure ratio of approximately 3.0. As would be expected 
from the above discussion, the largest amount of varia- 
tion of nozzle discharge coefficient with NPR occurred 
between NPR = 2.0 and 3.0. (See fig. 8.) 

Summaty of design thrust-vector-angle effects. 
A summary of the effects of design thrust-vector angle 
on resultant thrust ratio and vector angle for configu- 
rations with the baseline upper rotating flap is shown 
in figure 9. All data are presented at a nominal nozzle 
pressure ratio of 3.0. 

Except for the 6, = 15" configuration, resultant 
thrust ratio levels remained high (within 1 percent of 
the unvectored nozzle) up to the maximum geomet- 
ric vector angle tested. As discussed previously, the 
losses associated with the 15" vectoring configuration 
are believed to result from large overexpansion losses 
in the secondary exhaust passage. The relatively high 
levels of performance throughout the range of design 
vector angles investigated indicate that a majority of 
the exhaust flow turning is being accomplished with a 
subsonic exhaust flow where turning losses are small. 
This nozzle concept generally provided resultant thrust- 
vector angles equal to or greater than geometric (de- 
sign) thrust-vector angles at NPR = 3.0. Also, the un- 
vectored (6, = o") nonaxisymmetric nozzle configura- 
tions investigated had peak static internal performance 

levels comparable with other unvectored convergent or 
low-expansion-ratio axisymmetric nozzles. (See refs. 26 
to 29). 

Conclusions 
An investigation has been conducted at wind-off 

conditions in the static-test facility of the Langley 
16-Foot Transonic Tunnel to determine the internal per- 
formance characteristics of a two-dimensional conver- 
gent nozzle with a thrust-vectoring capability up to 
60". Vectoring was accomplished by a downward ro- 
tation of a hinged upper convergent flap and a corre- 
sponding rotation of a center-pivoted lower convergent 
flap. The effects of geometric thrust-vector angle and 
upper-rotating-flap geometry on internal nozzle perfor- 
mance characteristics were investigated. Nozzle pres- 
sure ratio (NPR) was varied from 1.0 (jet off) to approx- 
imately 5.0. Results of this study indicate the following 
conclusions: 

I. Unvectored two-dimensional convergent nozzles 
have peak static internal performance levels comparable 
with unvectored axisymmetric convergent nozzle levels. 

2. The two-dimensional convergent nozzle concept 
investigated was, in general, highly effective in provid- 
ing large thrust-vector angles (up to 60") with little 
loss in resultant thrust ratio. The exception to this 
occurred at a design thrust-vector angle of 15", where 
shock-induced separation in the secondary exhaust pas- 
sage caused losses in resultant thrust ratio. 

3. Upper-rotating-flap configuration had iittie effect 
on resultant thrust ratio except a t  a design thrust- 
vector angle of 15", where the long upper rotating flap 
provided decreases in nozzle performance. The long up- 
per rotating flap did, however, provide increased turn- 
ing angles over baseline and angled flaps throughout the 
design thrust-vector angle and NPR range tested. 

Langley Research Center 
National Aeronautics and Space Administration 
Hampton, VA 23665 
November 1, 1984 
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TABLE I. IMPORTANT CONFIGURATION PARAMETERS 

Conf 
1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 

~ 

hJ, deg 
~~ 

0 
15 
30 
45 
60 
0 

15 
30 
45 
50 
0 

15 
30 
45 
60 

61, deg 
-12.7 

15.0 
30.0 
45.0 
60.0 

15.0 
30.0 
45.0 
60.0 

15.0 
30.0 
45.0 
60.0 

-12.7 

-12.7 

*Measured values. 

S U ,  deg 
~ ~~ 

6.9 
44.3 
56.4 
60.6 
51.9 
15.0 
52.4 
64.5 
68.7 
60.0 
6.9 

44.3 
56.4 
60.6 
51.9 

Upper flap 
Baseline 

~~ ~ 

1 
1 
1 

Angled 

Long 

Sidewall 
Baseline 

~~ 

I 

7 
Extended 

1 

*hu,  in. 

1.593 
i.355 
1.162 
1.130 

1.159 
1.350 
1.162 
1,190 

1.395 
1.153 
1.032 
1.125 

*hl, in. 

0.384 
.682 
,936 

1.072 

,384 
.680 
.936 

1.072 

,381 
,682 
,936 

1.072 

* A t ,  in2 
7.914 
7.904 
8. i44 
8.390 
8.806 
7.914 
7.896 
8.116 
8.388 
9.046 
7.834 
7.102 
7.338 
7.870 
8.786 
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TABLE 11. RATIO OF INTERNAL STATIC PRESSURE TO JET TOTAL PRESSURE FOR CONFIGURATION 1 

(a) Flap pressures 

Upper flap pressures 

I I i x'/lu ,rot 

[ N P P  1 - 1 . 3 0 6  -.e27 - e E 3 7  - .7C1 .17P - 3 9 7  - 6 0 6  mR19,I 

Fixed lower flap pressures 

x'J'l , f  ixed 

Lower rotating flap pressures 

TOP 
I I 1 

x"/li ,rot I 
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TABLE 11. Concluded 

(b) Sidewall pressures 

r 

Y P P  P R S I n l l  P R c I O l 2  PRSIDA? P R S I D l 8  PRSID19 PRSID2O P R S I D 2 1  P 9 S 1 0 7 2  P R S I D 2 3  PUS1024 

7 . 9 3 3  .P422 .R243 .62d3 ,8108 a7558 , E O 8 1  - 7 6 4 3  . 7P68  ,7666 - 7 4 9 2  

3.912 .!3414 .9230 , 8 2 7 1  ,8095 ,754 '1  .PO74 ,7629 a 7 8 5 4  , 7 6 4 2  ,7467 
2.524 . 8 4 0 R  a 8 2 2 8  , 6 2 7 6  . 8 C 9 b  - 7 5 4 1  ,6072 a 7 6 2 6  - 7 8 5 0  - 7 6 3 8  e 1 4 6 7  

3 e Q ? C I  e 8 4 0 7  e 8 2 2 3  ,0274 e809C ,7346 .EO72 e1625 e 7 6 5 1  e 7 4 7 0  
5.32@ . P 3 Q 4  e 8 2 0 8  eb260  e 8 u 7 5  ,7543 e 6 0 6 1  -7617 - 7 8 5 5  e 7 6 5 9  e J 4 b I  

NPR I P R t I D l  PPZID? PRSID3 P d S I D 4  P R S I D 5  PRSIDL PRSID7 P R S I D B  PRSID9 P R S I D l O  
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TABLE 111. RATIO OF INTERNAL STATIC PRESSURE TO JET TOTAL PRESSURE FOR CONFIGURATION 2 

(a) Flap pressures 

Upper f l a p  pressures  

I 

X' / 'U  , r o t  

Fixed lower f l a p  pressures  

X ' / l  I ,  f ixed 

Lower r o t a t i n g  f l a p  p r e s s u r e s  

T O P  
I 

x " / I l  , r o t  

- 
1.991 
2 . 5 3 P  
3.330 
2 .993  
3 . 9 Q t  
5 . 0 t C  

12 
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TABLE 111. Concluded 

(b) Sidewall pressures 
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TABLE IV. RATIO OF INTERNAL STATIC PRESSURE TO JET TOTAL PRESSURE FOR CONFIGURATION 3 

2 . 0 0 0  
2 . 5 1 1  
3 . 0 0 6  
4 . 0 1 9  
5.028 

(a) Flap pressures 

e R R P 2  e 9 1 q 2  - 9 4 1 7  , 9 4 1 1  , 9 3 7 7  .GO33 sP519 - 7 7 9 7  
, 8 8 5 6  - 9 1 5 9  - 9 4 3 4  , 9 3 9 5  e4360 , 9 0 0 4  a 8 4 7 1  e 7 7 1 1  
m H P 6 1  , 9 1 6 2  e 9 4 6 9  , 9 4 0 6  d 3 6 b  e 9 0 0 7  qR470 , 7 6 9 7  
, 8 8 6 3  e 9 1 6 5  , 9 5 1 9  - 9 4 2 7  , 9 3 8 4  - 9 0 2 0  , 8 4 8 7  - 7 6 9 5  
- 8 8 5 3  - 9 1 4 5  , 9 5 3 1  e 9 4 3 1  - 9 3 8 6  e 9 0 1 9  - 8 4 9 6  , 7 6 8 6  

Upper flap pressures 

I 1 

A 

14 

x'/lu, rot 1 
N P P  1 - 1 . 3 9 6  -.e23 - e 5 3 7  - .251 , 1 7 8  -392 .60h .A19 I 

Fixed lower flap pressures 

I 1 
X'/li,fixed 

NP R 

2 . 0 3 9  
2 . 5 1 1  
3 .006  
4 .019  
5.028 

- 

- 

e 3 8 5  , 605  . e46  .()(I 
- 7 9 5 8  , 7 0 0 1  - 4 2 9 1  - 4 8 6 5  
, 7 9 3 3  e h 9 6 5  , 2 6 7 9  e 3 7 8 8  
~ 7 9 3 4  - 6 9 5 8  - 2 3 7 6  , 3 0 3 4  
,7q3P e 6 9 5 1  e 2 3 7 1  . I 8 5 0  
, 7 9 3 0  . 6 9 3 h  -2361 , 1 4 2 3  

Lower rotating flap pressures 

TOP 
I I 

x"/ll ,rot I 
- 
2 . 0 0 9  

3 .036 

5.020 

2 . 5 1 1  

4 . 0 1 9  

Bottom 

- 
2 .039  
2 . 5 1 1  
3 . 0 3 6  
4 .019 
5.028 - 



TABLE IV. Concluded 

(b) Sidewall pressures 

N D R  

2.009 
2.511 
3.036 
4 . 0 1 9  
5.028 

P P C I P 1 3  PRCID14 P E S I D 1 5  P R S I D l t  P I S I D 1 7  P R S I D l B  P R S I D l 9  P R S I D 2 0  P R S I D Z l  P k S I D 2 2  

- 4 9 0 7  - 4 9 2 0  - 5 2 2 0  a 5 2 6 3  - 9 3 4 7  , 8 8 9 6  - 9 2 3 3  . e 3 0 1  m d 3 0 1  e 7 5 R 1  
. 3 7 5 e  ,347R , 2 7 5 7  . 2 4 5 1  - 4 3 3 2  .?E60 a 9 1 9 3  e P 2 3 9  e8240 , 7460  
e 2 9 6 3  ,2295 . 2 4 5 9  . 2 4 7 0  - 9 3 2 9  . e 0 6 3  - 9 1 9 7  . e 2 2 8  - 8 2 3 2  - 7 4 6 0  
, 1 7 1 6  , 2 1 4 3  - 2 4 6 0  - 2 4 9 3  - 9 3 1 4  - 8 8 4 9  - 9 1 6 4  e 3 2 1 5  , 8 2 3 0  - 7 4 5 5  
- 1 4 0 8  - 2 1 3 7  . 2 4 b b  a 2 4 7 7  . 9 2 9 1  , 8 8 2 9  e 9 1 3 7  e 8 1 9 3  , 8 2 1 3  , 7 4 4 3  

r 1 

2.03'  
2.511 
3.036 
4 .019 
5 .928 

I I 
I 

e 7 4 7 2  , 7 2 6 2  , 6 9 6 2  . 6 t 9 7  e6133 e 5 1 7 6  - 5 6 4 4  - 4 9 7 1  , 4 9 6 8  - 5 1 1 9  

e 7 3 3 9  , 7 1 1 0  ,6820 e 6 7 1 6  , 5 5 6 1  , 3 6 7 6  e 5 2 0 7  ~ 3 3 2 0  - 3 3 1 8  , 3 4 4 7  
- 7 3 4 4  - 7 1 1 2  a t 8 2 4  a 6 7 1 1  e 5 5 6 0  - 2 9 5 1  e5183 . 2 4 8 3  - 2 4 8 1  ,2725 
- 7 3 4 7  , 7 1 0 7  - 6 8 2 6  e 6 7 0 2  ,5533 - 2 5 2 4  e 5 1 9 1  - 1 9 8 4  e 1 9 8 4  - 2 3 1 6  

- 7 3 5 9  - 7 1 3 6  , 6 8 3 3  , 6 7 5 2  .5752 , 4 2 6 0  .526P .397R , 3 9 7 2  , 4080  
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TABLE V. RATIO OF INTERNAL STATIC PRESSURE TO JET TOTAL PRESSURE FOR CONFIGURATION 4 

(a) Flap pressures 

Upper f l a p  pressures  

I I  /Ill , r o t  

2.015 mflP50 e Q 1 6 6  e 9 3 9 6  , 9 3 9 9  .1375 e 9 0 0 0  , 8 3 6 3  e 7 5 0 4  
2 .537 e P R 3 3  e 0 1 5 0  , 9 4 1 8  .93Y3 eV379 e t 9 V l  .R33@ - 7 4 3 5  
3 . 0 3 8  . A 8 3 7  . 9 1 5 3  . v 4 5 1  , 9 3 9 9  ,9331 , 9 0 0 1  . a 3 4 9  . 7 4 3 5  
3 . 9 3 7  . B e 4 3  , 9 1 5 4  - 9 4 9 7  . 9 4 0 6  , 9 4 0 3  . 9 0 1 2  , 8 3 6 4  , 7 4 3 6  

. 5 .040  eRR43 .'4146 - 9 5 2 0  e 9 4 1 9  eY417 - 9 0 2 4  .@3'R e 7 4 4 6  

Fixed lower f l a p  pressures  
a 

I ' 'I 1, f i x e d  

.605 N P P  .3P5 . P 4 6  .be; 

2 . 0 1 5  , 7 8 2 0  . b e 1 3  -36.53 . 4 7 3 3  
2 .507 , 7 7 0 6  , 6 7 6 3  e 2 5 3 7  - 3 6 9 1  
3.03e 4 7 7 R l  , 6 7 5 6  , 2 2 0 9  , 2 6 6 7  
7 . 9 3 7  , 7 7 9 5  , 6 7 5 )  , 2 2 1 7  - 1 9 5 9  
5 . 0 4 0  - 7 7 9 4  a h 7 4 4  sZ.211 - 1 9 3 6  

Lower r o t a t i n g  f l a p  pressures  

TOP 
I I 1 

Bottom 

r I 1 

1 x"/ll  , r o t  I I' 

- 
1.090 
2 . 0 1 5  
2 . 5 3 7  
3.038 
3.991 
5 . 0 4 0  
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TABLE V. Concluded 

Y D P  P R S I D 1  PRSID2 PRSID3 PRSID4 P R S l d j  P U S I D 6  P k q I n 7  PRSIDO P i ( S l U 1 0  P R S J O l l  

(b) Sidewall pressures 

L 

2.015 

3.03P 
2.507 

3 .937 
5.040 

. E 6 0 5  - 9 6 1 5  . a 1 0 6  , 8 4 8 4  .3523 - 7 3 2 0  . e l 6 3  . 5 0 4 8  . 5 8 2 1  . b o b @  

. e 5 7 0  .e587 . t O a 2  - 8 4 4 6  . k 4 ? 9  - 7 2 6 2  , 8 1 1 5  - 4 7 0 3  . 5 4 0 4  , 5 6 6 4  
, 8 5 6 9  - 8 5 8 4  e 8 0 9 0  - 8 4 4 7  - 6 4 9 7  , 7 2 6 6  , 8 1 1 4  e 4 7 2 3  e 5 4 0 9  e 5 6 7 1  

. F 5 7 3  - 8 5 8 4  e 8 0 Y 5  e 8 4 4 6  eH495 e 7 2 6 6  .e116 e46Pf l  , 5 3 9 8  - 5 6 6 3  
ef'574 .95P1 e 6 0 9 4  e b 4 4 6  .84dO e 7 2 6 5  e8115 .46RO - 5 3 8 9  - 5 6 6 2  

V D R  

2.015 
2 .537 
3.038 
3 .797 
5 .040 

+ 
D k S I D 1 3  PRFID14 P P S l D l 5  P R S I D l b  P R 5 I D 1 7  PRSIDlF! P R S I C 1 9  PPSIc I20  P R S I D 2 1  P R S I n 2 2  

- 

- 4 6 0 1  ,494P e 5 2 3 2  . 5 3 2 8  .9333 . 0 7 4 3  . 9 2 1 7  . 7 6 5 7  .t1011 . 4 7 2 9  
. 3 7 4 7  .4202 - 4 3 5 4  , 4 3 4 7  , 3 3 1 3  . t i722  . 9 2 0 0  - 7 5 8 7  , 7 9 6 2  . b i 7 7  
- 2 5 4 4  ~ 3 2 0 2  , 3 9 3 5  - 4 2 0 7  , 9 3 1 4  . e 7 1 3  .91R8 , 7 5 8 0  , 7 9 6 3  e 5 1 8 4  
e 2 0 2 9  e 3 1 5 9  - 3 9 3 7  , 4 2 1 0  e 9 3 0 6  . E 7 0 3  , 9 1 7 7  , 7 5 7 3  - 7 9 6 7  . 6 2 1 0  
, 1 9 6 8  - 3 1 2 8  - 3 9 3 6  , 4 2 0 0  e Y 2 i 7  e b b 9 4  e9153 e 7 5 6 5  , 7 9 6 9  e 6 2 4 1  

17 

N P R  P R S I D 2 3  PRSID24 P k S l D 2 5  P ~ j l D 2 7  P e S i D 2 Y  P R S l D 2 9  PRSID30 Pr7SID31 P R S I O 3 3  P R b I 0 3 6  

2 .015 e h 4 7 6  e 6 5 4 5  e 6 0 6 6  e 5 9 7 0  e5469 - 4 9 5 3  a 5 2 1 1  e 4 9 5 2  - 4 9 5 5  , 4 9 4 1  
2.537 - 6 3 3 1  - 6 4 0 4  . 5 8 d 2  , 5 5 5 0  ,4650 , 3 9 8 0  , 4 8 0 5  .397R - 3 9 8 2  . 3 9 8 7  

3 .987 - 6 3 3 1  , 6 4 0 9  - 5 8 6 9  - 5 5 9 6  - 3 9 7 4  e 2 5 5 6  , 4 4 8 8  e 2 5 0 0  , 2 5 0 1  ,2612 
3 , 0 3 8  , 6 3 1 6  . 6 4 0 1  . 5 8 6 9  . 5 5 9 7  - 4 2 1 6  - 3 2 9 7  ,4555 . 3 2 8 3  - 3 2 8 4  .3322 

> 5 * 0 4 0  e 6 3 5 9  . 6 4 2 1  , 5 8 7 1  . 5 6 0 3  ,3960 - 2 0 6 4  - 4 4 8 0  - 1 9 7 7  , 1 9 7 8  - 2 1 0 2  



TABLE VI. RATIO OF INTERNAL STATIC PRESSURE TO JET TOTAL PRESSURE FOR CONFIGURATION 5 

(a) Flap pressures 

Upper f lap  pressures 
I 1 

N P P  - 1 . 3 9 6  - . R 2 ?  - . 5 3 7  - e 2 5 1  e l 7 P  - 3 9 7  -606 ,819 

2.0?5 e8747 e 9 0 3 1  - 9 2 7 9  - 9 2 8 2  e 9 0 9 9  e t 4 9 6  , 7 5 9 4  - 6 5 4 8  
2 . 4 9 6  - 8 7 1 3  - 9 0 0 1  - 9 2 8 7  - 9 2 6 4  .PO65 e t 4 0 6  - 7 4 1 1  a 6 2 3 2  
2.978 e P 7 1 9  e 9 0 0 3  , 9 3 2 1  , 4 2 6 9  , 9 0 6 9  .e406 - 7 4 1 0  - 6 2 2 6  
3.356 . E 7 2 1  . 9 0 0 1  .9338 . 9 2 7 4  . 9 0 7 3  . t i 407  .7411 . 6 2 2 4  

Fixed lower f l a p  pressures 

x"li ,  f ixed r- - 
I N P I ?  1 . 1 8 5  - 6 0 5  .P46 - 9 6 9  I 

2.025 - 7 7 7 6  .6782 .2987 . 4 5 8 1  
2 . 4 9 6  - 7 7 1 4  -6703 - 2 3 0 7  , 3 4 3 7  
2 .998 e 7 7 1 4  e 6 6 4 2  e 2 3 0 4  e 2 7 8 2  
3 . 3 5 6  - 7 7 1 5  ,66199 - 2 3 0 1  , 2 7 1 b  

Lower rotating f l a p  pressures 

TOP 

I I x"/li , rot  1 

Bottom 
I-- I 1 

I I 1 X " / I  1, rot  

N P  R , 1 3 1  e 2 4 2  a 3 5 3  a 4 6 3  .574  .hP5 a 7 9 6  e906 

2 . 0 2 5  e 8 7 7 3  , 7 8 9 3  - 6 9 5 7  - 5 5 9 0  - 4 2 5 6  ,4181 e 5 5 2 4  e 5 1 7 6  
2.436 . R 7 1 5  , 7 7 4 1  e 6 6 5 1  - 5 1 2 5  -3330 - 3 5 4 1  e3097 e4048 
2.998 * P 7 1 9  , 7 7 4 0  - 6 6 6 4  - 5 1 1 6  s3250 - 2 6 8 9  - 2 6 3 9  , 2 4 5 8  

y 3 * 3 5 6  , 8 7 2 1  - 7 7 4 1  - 6 6 7 1  e 5 1 1 9  - 3 2 6 2  - 2 6 6 9  e 2 3 6 3  .222O 
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TABLE VI. Concluded 

(b) Sidewall pressures 

2.025 
2.496 
Z.99@ 
3.356 

- 
, 8 5 6 0  et7777 .EO72 . 8 4 2 0  - 9 0 5 2  , 7 3 0 3  ,8196 . A 4 8 2  ,5383 . 6 5 6 1  . 7 1 3 2  
. e 5 0 6  - 8 7 3 7  , 8 0 1 7  , 8 3 6 3  . Q O 3 U  -7219  ,8126  .A370 e5102 - 6 2 5 8  . 6 @ 6 9  
- 9 5 1 1  - 8 7 3 7  s 8 0 2 0  , 8358  . ? d l 4  , 7 2 1 7  , 8122  . e 3 6 9  e 5 0 7 9  eh255  e 6 A 6 1  
e P 5 1 3  e 6 7 4 3  e t 0 1 7  , 6 3 6 0  .7017 ,721P e P 1 2 O  e 8 3 6 8  e 5 0 6 7  ,6254 .6P60  

19 



TABLE VII. RATIO OF INTERNAL STATIC PRESSURE TO JET TOTAL PRESSURE FOR CONFIGURATION 6 

(a) Flap pressures 

x"'u ,rot 

Fixed lower f lap  pressures 

I Z  X"ll , f ixed 

Lower rotating f l a p  pressures 

TOP 

x""l ,fOt I 

20 



TABLE VII. Concluded 

(b) Sidewall pressures 

P R c I n l l  P R S I D l 2  P F S l b l 1  P R S I D l P  P R S I D 1 9  P P S I D Z O  P R S I D 2 1  P R S I D 2 Z  P R S I D 2 3  P R S I D 2 4  

21 



(a) Flap pressures 

Upper f lap  pressures 

X'/lU, rot  

Fixed lower f lap  pressures 

X"l l , f i xed  l i  

Bottom 

x"/'i ,rot  I 

22 



TABLE VIII. Concluded 

(b) Sidewall pressures 

r I 1 

I NDPIDR~IDI~ P Q S I D l 4  P P S I D l S  P R S I D l 7  P R S I D L B  P P S I D 1 9  P P S I D 2 0  P Q S I D Z L  P R S I D 2 2  P R S I D 2 3  1 
I I 

I 1 

23 



TABLE IX. RATIO OF INTERNAL STATIC PRESSURE TO JET TOTAL PRESSURE FOR CONFIGURATION 8 

(a) Flap pressures 

Upper flap pressures 

Fixed lower flap pressures 

X'/'i,fixed I 
- 6 0 5  NPP - 3 6 5  . P 4 h  . - 9 6 9  I 

2.536 - 7 9 6 4  , 6 9 7 9  , 2 7 2 9  . 3 7 8 2  
7 . 9 1 9  - 7 9 5 7  - 6 9 9 4  . 2 4 0 1  . 3 0 2 3  

2 .015 e7998 e 7 0 4 6  , 4 2 3 3  a 4 8 5 3  

4.047 - 7 Q 5 Q  - 6 9 7 4  e 2 3 9 5  - 1 5 9 5  
4 . 9 9 9  e 7 9 5 6  e h 9 6 5  - 2 3 d b  - 1 4 3 0  

Lower rotating flap pressures 

TOP 

X"/l 
1 ,rot I 

2 . 0 1 5  I 2 . 9 8 9  
2 .530 

.71P1 . 7 2 7 6  - 6 8 6 9  . 5 8 5 2  .4795 - 4 1 2 0  - 3 5 2 8  - 2 8 1 9  
, 7 1 8 5  - 7 2 7 3 .  a 6 6 6 0  - 5 8 4 5  e 4 7 7 6  e 4 0 9 5  e 3 4 4 2  e 2 6 7 0  

Bottom 
I 1 

24 



TABLE IX. Concluded 

L . 2 J e  
2.989 
4.947 
4.999 

(b) Sidewall pressures 

- 3 7 3 8  a 3 5 6 3  .LbZY - 2 4 9 3  . 9 3 4 f  . t Y b L  s Y I V 4  - 8 4 0 4  . d 5 Z l  . 7 6 8 9  
- 2 9 4 3  e 2 2 6 2  e 2 4 6 6  e 2 4 3 6  - 9 3 4 1  e t 9 4 9  e 9 2 9 3  . 8 3 n l  - 5 5 0 1  a 7 5 5 0  
a 1 6 1 9  , 2 1 2 0  - 2 4 7 1  , 2 4 2 3  e9324 aU933 - 9 2 6 7  - 3 3 6 3  , 8 4 8 9  , 7 6 3 2  
- 1 3 8 5  .2117 , 2 4 7 5  . 2 3 6 8  .9310 - 8 9 2 4  - 9 2 5 6  .E350 . a 4 8 3  .767R 

I Y P P l P P S I P l 3  P4SID14 P k S i 0 1 5  PF.SID16 PRSID17 F W I D l P  PRSIOLQ DSZID20 PWSiGZl PXSInZZl 

N P R  P P S I P 2 3  PRSI024 PWSlD25 PkSI1127 P Q S l D 2 3  PPSlD29 P P S I n 3 0  p Q S I D 3 1  PRSID33 PKSTO36 

I 
2 . 0 1 5  
2.538 

4.047 
4 .999  

2 .989  

- 7 7 0 2  - 7 4 9 4  a 7 1 9 7  - 7 1 0 4  -6253 - 5 1 1 4  .5P70 - 4 9 5 6  - 4 9 5 3  , 5 1 9 1  
, 7 5 7 5  , 7 3 4 2  - 7 0 0 4  , 6 9 3 5  -5902 , 4 2 2 2  e5512 .39R2 .39UO , 4 1 7 4  

, 7 5 2 3  e 7 2 6 7  e 6 9 3 9  e b b 4 3  ,5530 .286P , 5 3 0 5  e 2 4 6 6  , 2 4 6 4  , 2 7 1 6  
- 7 5 3 1  , 7 2 6 5  e 6 9 3 2  e 6 8 3 8  e5507 a 2 4 7 5  - 5 3 0 0  - 1 9 9 5  - 1 9 9 4  , 2 3 4 2  

, 7 5 3 7  e 7 2 9 1  . 6 4 5 3  - 6 6 7 8  e 5 7 1 6  - 3 6 4 4  - 5 3 7 8  - 3 3 3 8  - 3 3 3 8  , 3 5 0 2  
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TABLE X. RATIO OF INTERNAL STATIC PRESSURE TO JET TOTAL 

2.033 
2 e 5 0 0  
3.037 
4 . 0 3 4  

2 

(a) Flap pressures 

~ 

X'/?I,rot 

PRESSURE 

. 
2 .003  .7P32 , 6 8 2 5  .38110 . 4 7 6 3  

3 .017  - 7 7 9 3  , 6 7 5 9  - 2 2 1 5  , 2 7 0 6  
2 .530  - 7 7 9 3  .676R , 2 5 4 2  , 3 7 1 1  

FOR 

2 .933  
2.530 
3.037 
4.0'34 
4 .507  

CONFIGURATION 9 

, 5 2 0 4  - 6 5 8 5  - 6 2 0 9  - 5 3 0 1  - 4 1 6 6  - 4 5 8 8  , 5 4 2 2  - 5 3 6 3  
- 4 9 5 5  - 6 3 9 6  e 5 9 3 6  - 5 0 1 4  - 3 5 2 7  - 3 3 1 9  e 3 1 6 6  .3674  
e 4 9 2 7  , 6 3 4 7  , 5 8 1 2  - 4 6 6 0  , 3 2 2 5  e 2 8 5 2  e 2 6 1 6  - 2 2 7 6  
, 5 0 1 0  - 6 3 4 4  , 5 7 6 9  - 4 7 8 8  , 3 0 3 3  e 2 4 5 7  e 2 1 R 6  , 1 7 5 7  
e 5 0 6 5  - 6 3 4 4  - 5 7 6 1  e 4 7 8 4  , 3 0 2 2  e 2 4 6 6  e 2 0 9 2  , 1 6 3 3  

. e 8 5 9  .9160 . ~ 3 9 3  , 9 3 6 7  .9369 . q i 3 9  . ~ e 9 5  .a101 

. ~ 8 3 9  . 9 i 4 4  .9447 , 9 3 7 9  , 9 3 6 3  , 9 1 3 2  .at182 .go39  
- 8 8 3 5  , 9 1 4 2  - 9 4 1 1  - 9 3 7 2  BY354 , 9 1 2 4  -8074 - 9 0 4 1  

e 8 8 4 2  .9146 0 9 4 9 2  - 9 3 9 5  - 9 3 8 1  e 9 1 5 2  e 8 9 1 5  - 8 0 4 9  
.8@40 , 9 1 4 0  e 9 5 0 8  e 9 3 9 9  -9388 e 9 1 5 5  - 8 9 3 0  - 8 0 5 2  

Fixed lower flap pressures 

m 7 P O O  e 6 7 5 5  , 2 2 1 9  a1981 
e 7 7 9 8  - 6 7 4 9  , 2 2 1 0  , 1 9 5 6  

Lower rotating flap pressures 

26 

Bottom 

I I 1 
I t 



TABLE X. Concluded 

Y P P  P P S I D l  PQt IDZ PRSID3 PKSlD4 PRSIS5 PRSID6 PRTIO7 PRSID9 PRSIDlO PRSID11 

2.003 e P 6 2 5  - 8 6 4 7  e a 1 4 4  - 8 4 9 7  .e578 e 7 3 2 9  e8152 e 5 0 6 5  . 5 & 9 8  , 6 0 5 6 '  
2 .530 mR582 . q 6 0 9  , 8 1 0 2  a 8 4 5 8  - 3 5 3 3  - 7 2 6 9  - 8 1 0 4  , 4 7 2 0  s 5 4 9 6  - 5 6 4 6  
3 .037  . e 5 7 9  - 8 6 0 3  -8101 , 8 4 5 2  -8520  . 7 2 6 3  - 8 1 0 4  - 4 7 0 2  . 5 4 9 5  , 5 6 4 1  
4.004 - 8 5 8 4  ~ 8 6 0 4  e8105  e 8 4 5 2  - 3 5 1 4  ,7268  e 8 1 0 7  - 4 6 8 8  e 5 4 9 9  ,5642  
4.507 .e 5 7 9  , 8 6 0 0  . b o 9 9  .a451 . a 5 0 3  ,7264 . a i 0 7  , 4 6 7 9  .5494  . 5 ~ 3  

(b) Sidewall pressures 

Y P R  

2.003 
2.500 
3 . 0 3 7  

PP.51013 PRqID14 PFSID15 PYSID16 PQf ID17  PRSlOl8  PRSID19 P Q S I D Z O  PRSID21 P l i S I D 2 2  

e 4 6 3 4  e 4 9 9 3  ~ 5 2 5 2  - 5 3 3 3  e 9 3 3 1  - 8 8 6 1  - 9 3 0 2  e 7 9 1 2  . e 3 6 5  - 6 7 9 2  
. 3 7 7 4  , 4 2 2 1  . 4344  . 4 3 2 5  .9321 . e 8 3 3  . O Z R ~  . a 3 0 6  , 6 6 0 6  
, 2 5 5 1  ,3174 , 3 0 1 7  . 4 i a 3  .9317 . e 8 2 7  .9279 . 7 8 o e  .R?QR .h sh? .  

Y P Q  

2 . 0 9 3  
2 .500  
3 .037  
4.004 
4 - 5 0 ?  

PRTIl'23 PRtID24 PFSID25 PRSID27 PSSIUZb FRSID29 PRSID30 PRYID31 PRSID33 PRSID36 

e 6 8 8 3  . 6 @ 6 5  e 6 3 9 3  e 6 2 6 1  a5454 e 4 9 9 0  e5330  a 4 9 7 7  . C Y 8 8  - 4 9 9 4  
, 6 6 9 4  - 6 6 5 7  , 6 1 4 2  - 5 9 5 2  ,4799 - 3 9 9 5  e 4 9 6 0  . 3 9 9 1  , 3 9 9 5  e 4 0 2 9  
e 6 6 5 2  , 6 6 1 6  -6101 e 5 b 2 9  e 4 4 0 7  e 3 2 9 4  - 4 7 3 4  - 3 2 9 0  , 3 2 8 7  - 3 3 6 3  
0 6 6 5 1  e 6 6 2 2  . 6 0 d 2  a 5 8 0 0  , 4 0 8 4  - 2 5 3 0  - 4 6 0 2  , 2 4 9 5  - 2 4 9 3  - 2 6 4 5  
- 6 6 6 3  .6625  - 6 0 9 6  , 5 7 9 9  ,4136  - 2 2 6 2  e4585  - 2 2 1 4  , 2 2 1 1  .2370  
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TABLE XI. RATIO OF INTERNAL STATIC PRESSURE TO JET TOTAL PRESSURE FOR CONFIGURATION 10 

(a) Flap pressures 

~~ ~~ 

7.979 .ZA11 ,2877 -3466 .4259 .4731 .5137 ,5390 ,5499 
2.495 ,1760 e2136 , 3 2 4 b  .347> e 2 2 5 3  -4070 e4747 -4613 
3.330 e1750 .2100 a3293 -3495 - 2 2 2 9  ,1816 a 2 8 5 0  -3237 
3.533 ,1746 -2078 -3300 e3511 ,2238 -1817 -1554 ,1190 

Upper f l a p  pressures 

I I i 

Fixed lower f lap  pressures 

I 

Lower rotating f l a p  pressures 

TOP 

Bottom 

I I 1 



TABLE XI. Concluded 

1.990 
2 . 4 3 5  
3 .030  
3 , 5 3 3  

(b) Sidewall pressures 

0 4 F l h  - 5 6 9 6  , 6 0 1 4  , 5 1 7 3  - 3 3 3 4  , 4 0 0 8  . 5 1 4 1  - 4 6 1 6  , 5 0 1 0  - 5 0 1 0  - 5 0 4 5  
. 4 t ? e  .'.501 , 5 8 4 4  , 4 5 6 7  . L 5 3 1  , 3 4 0 6  , 4 1 3 3  . 3 3 9 4  . 4 0 1 1  . 4 0 1 3  - 4 1 2 2  
- 4 f O 3  e7462  . 5 b 3 5  . 4 3 3 4  , 2 4 7 1  - 3 3 6 6  - 3 3 4 5  , 3 3 1 8  , 3 2 9 4  ,3292  e 3 4 7 0  
- 4 5 0 0  - 5 4 7 4  , 5 6 4 3  , 4 2 3 6  . 2 4 5 8  - 3 3 7 0  - 2 P 4 4  , 3 3 1 9  - 2 8 5 7  , 2 8 4 9  , 2 9 5 7  
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Upper f lap  pressures 

N P R  

2.034 
2 .493  
3 0 0 3 0  
3.997 
5 . 0 3 9  

I I  
-1 .396 -*e23 - e 5 3 7  - a 2 5 1  e178 . ? 9 2  a 6 0 7  - 8 2 1  1 . 0 3 5  1 . 2 4 9  

~~ ~ 

e 8 6 7 5  . e 7 6 7  , 6 9 7 3  , 8 7 8 0  e7457 , 7 3 7 4  e7lAO - 6 8 7 5  e 6 5 0 1  , 5 6 8 1  
, 8 6 5 9  e 0 7 5 2  - 8 9 9 1  e 8 7 6 6  ,7410 , 7 3 2 8  e 7 1 2 7  .be08 - 6 4 2 6  ~ 5 6 1 5  
* e 6 6 0  - 8 7 4 6  a 9 0 1 9  , 8 7 6 3  , 7 3 5 5  ~ 7 3 1 8  a7120 - 6 7 9 6  -6419 e 5 6 2 0  
a 8 6 5 3  - 8 7 3 8  , 9 0 5 4  . e 7 6 5  , 7 3 8 0  - 7 3 1 2  , 7 1 1 9  - 6 7 8 7  s 6 4 1 4  - 5 6 3 7  
, 8 6 4 5  - 8 7 2 1  - 9 0 7 6  - 8 7 6 1  , 7 3 6 6  e 7 3 0 3  , 7 1 2 0  e 6 7 8 3  ,6406 - 5 6 3 4  

X ' / l U , K O t  

X"/'I , rot  
1 

NP R e 1 3 1  e 2 4 2  - 3 5 3  , 4 6 3  , 5 7 4  . h e 5  e 7 9 6  - 9 0 6  

2.004 e 8 6 8 1  e 8 4 1 5  e 8 1 7 3  . 7 7 7 8  , 7 5 7 3  - 7 3 9 4  - 7 1 5 5  - 6 5 1 4  
2 .433  , 8 6 7 5  e8391  e 8 1 4 5  - 7 7 5 0  , 7 5 3 4  e 7 3 5 3  - 7 1 0 1  e 6 4 6 6  
3.030 , 8 6 7 6  e 8 3 8 5  , 8 1 3 6  e 7 7 4 0  m7512 , 7 3 4 0  - 7 0 8 2  ,6448 
3.997 , 8 6 7 4  e8386 , 0 1 2 3  , 7 7 2 1  - 7 4 8 7  - 7 3 2 3  , 7 0 5 8  - 6 4 4 5  
5 0 0 3 9  0 8 6 5 9  ,8382 ,8106 a 7 6 9 6  e 7 4 7 0  , 7 3 0 7  e 7 0 4 3  - 6 4 2 4  

Fixed lower f l a p  pressures 

TABLE XII. RATIO OF INTERNAL STATIC PRESSURE TO JET TOTAL PRESSURE FOR CONFIGURATION 11 

(a) Flap pressures 

~~~ 

Lover rotating f lap  pressures 
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TABLE XII. Concluded 

(b) Sidewall pressures 

Y P R  

2.004 
2.493 
3.030 
3 - 9 9 ?  
5 .039  

P Q T I D 1 2  P R S I D l ?  P k S I D l 8  PRSlD19  P R S I D E O  P R S I D Z l  P R S I D Z Z  P r l S I D 2 3  PRSID24  PRSID25  P P S I D 2 6  

- 8 3 2 7  e 9 4 1 4  ,8232  e 7 7 7 1  ,8200 a 7 8 1 1  - 7 9 9 9  .?012 , 7 6 6 8  - 7 4 9 5  , 7 3 3 1  
e 8 3 0 4  .e395  ,6207 , 7 7 3 7  -0170 - 7 7 7 8  - 7 9 6 5  - 7 7 6 6  , 7624  e7453  - 7 2 0 8  
- 8 2 9 7  - 8 3 8 7  , 0 1 9 6  - 7 7 2 7  -8170 - 7 7 6 7  - 7 9 5 4  ~ 7 7 5 8  - 7 6 1 2  -7444 , 7 2 0 3  
, 8 2 8 4  - 8 3 7 0  - 0 1 7 8  - 7 7 1 3  - 8 1 5 4  - 7 7 4 8  ,7942 e 7 7 5 5  a 7 6 0 0  e7430  , 7 2 7 4  
- 8 2 7 1  e 8 3 5 1  e 8 1 5 1  - 7 6 9 4  - 8 1 4 0  a 7 7 3 3  - 7 9 3 2  e 7 7 6 1  e 7 5 8 4  a 7 4 1 7  - 7 2 5 4  

M P R  P R C I D 2 7  P R S I n Z e  P P S I D 2 9  PRSID30  PRSID31  PRSID32 PRSID33 PSSID34  PRSID35  PRSID36  PRSID37  

2.006 a 7 8 2 2  - 7 3 5 3  . 7 0 7 9  a 7 6 9 9  - 6 5 6 3  - 6 1 2 3  - 6 5 0 7  e 6 0 5 5  , 5 5 2 1  - 6 4 2 3  . 5 0 6 ?  
2.493 0 7 7 8 7  , 7352  .7014 e 7 6 5 0  e6485  , 6 0 0 5  - 6 4 0 6  - 5 8 4 5  - 5 1 1 6  a 6 3 0 1  ,5382  
3.030 e ? ? ? ?  - 7 3 5 3  e 6 9 9 3  ,7636  0 5 4 7 3  - 5 9 9 1  - 6 3 9 4  e 5 8 2 4  , 5 0 1 4  e 6 2 9 7  - 5 2 7 6  
3.937 - 7 7 6 7  - 7 3 1 4  - 6 9 8 3  - 7 6 2 2  - 6 4 6 5  e 5 9 8 8  - 6 3 8 4  - 5 8 1 6  - 5 0 0 9  - 6 2 9 7  , 5 2 9 0  

,5.039 a 7 7 5 4  - 7 5 3 3  - 6 9 7 5  , 7 6 0 3  - 6 4 3 1  , 5 9 8 6  ,6374  - 5 8 1 4  , 5 0 0 9  ,6288  ,5294  
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TABLE XIII. RATIO OF INTERNAL STATIC PRESSURE TO JET TOTAL PRESSURE FOR CONFIGURATION 12 

N P P  

2 . 0 0 1  
2 . 4 9 6  
3.018 

(a) Flap pressures 

- 1 . 3 9 6  -.P23 - e 5 3 7  - e 2 5 1  .17R .392  .bo7 . e21  1 . 0 3 5  1 . 2 4 9  

- 9 1 1 9  - 9 3 2 2  - 9 5 3 2  - 9 4 8 7  , 9 3 7 7  e 9 1 4 6  - 8 8 4 0  -8472 , 7 9 7 7  - 6 8 6 3  
, 9 0 9 2  - 9 3 0 1  my550 e 9 4 7 6  ,9354 , 9 1 1 2  a 8 7 9 1  - 9 4 0 2  , 7 8 8 7  a 6 7 4 7  
- 9 0 9 1  - 9 2 9 4  . 9 5 8 1  - 9 4 7 5  , 9 3 4 8  . 9 1 0 5  .e783 . e 3 8 6  . 7 & 6 4  - 6 7 3 5  

Upper f l a p  p r e s s u r e s  

I I I 

I I I "U, K O t  

.~ 

4.042 ,9091 e 9 2 8 7  - 9 6 2 0  - 9 4 8 1  ,9348 -9106 e 8 7 9 6  - 8 3 7 6  - 7 b 5 0  e 6 7 3 2  
15.027 I .Q016 -9270 - 9 6 2 9  , 9 4 8 1  , 9 3 4 6  . 9 1 0 7  - 8 8 1 4  , 8 3 7 3  . 7 8 4 1  - 6 7 2 4 1  

Fixed lower f l a p  p r e s s u r e s  

Fixed lower f l a p  p r e s s u r e s  

TOP 

XI' I1 
i , r o t  

2.031 a 8 1 9 5  e8263 , 6 1 1 7  - 7 6 7 9  - 7 3 8 5  e 7 0 5 5  a6637 , 5 9 1 2  
2 .496 e R 1 2 4  , 8 1 8 7  - 8 0 4 0  - 7 5 7 0  . 7 2 3 6  e 6 8 5 5  - 6 3 4 6  - 5 5 1 0  

1 8 . 0 1 8  I , 8 1 0 9  e 8 1 7 1  - 8 0 1 7  , 7 5 4 0  -7188 - 6 7 8 9  - 6 2 2 9  - 5 3 2 2  
eR093 e 8 1 6 4  .e001 e 7 5 2 0  a 7 1 5 7  e 6 7 6 4  , 6 1 9 3  a 5 2 6 8  
, 8 0 7 8  -8164 - 7 9 8 9  - 7 5 0 0  -7143 , 6 7 4 9  , 6 1 7 3  a 5 2 5 3  

Bottom 

I I 
x " l 1  

1 , r o t  
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TABLE XIII. Concluded 

(b) Sidewall pressures 

2 . 0 0 1  
2.496 
3 0 0 1 8  
4 .042 
5.027 

N P R l  P R S I O l  pRSIO2 P R S I D 3  PRSID4 PRSID5 P R S I D 6  P R f I D 7  DRSIDB P R S I D 9 1  

- 8 9 4 7  - 8 9 2 2  - 8 7 6 2  e 8 8 5 5  - 9 7 7 5  - 8 4 4 6  - 8 9 2 0  - 8 4 7 2  e 4 9 0 4  
- 8 9 1 5  .Re64 , 8 7 5 4  e 8 8 2 2  e 8 7 2 9  e 6 4 2 0  ,8871 a 8 4 0 4  , 4 7 5 7  
.Ago7 ,8874 . b 7 4 6  , 8 8 1 0  - 8 7 1 8  - 8 4 1 8  - 8 8 6 2  e 8 3 7 9  - 4 6 6 0  
- 8 9 0 4  , 8 8 6 7  - 8 7 6 9  , 8 8 0 4  - 8 7 0 8  - 8 4 2 1  ,8873 - 8 3 4 7  - 4 5 1 0  
, 8 9 0 4  - 8 8 6 2  - 8 7 5 7  e 8 7 9 4  .8701 . e 4 2 3  ,8852 eR328 e 4 4 2 4  

b 

2.031 
2 .496 
3.01q 
4 . 0 4 2  
5.327 

NPR P R S I D 2 l  PRSID22 P P S I D 2 3  P R S I D 2 4  PRSID25 P R C I D 2 6  PRSID27 PQSID2R P R S I D 2 9  

r 
2 . 0 3 1  - 8 7 6 4  , 8 4 4 8  - 8 3 6 3  , 8 3 2 4  - 8 2 6 4  e 8 3 1 9  ,8042 , 7 7 9 3  - 7 3 6 5  
2.496 , 8 7 1 9  a 8 3 9 1  e 8 2 9 8  e 8 2 5 4  ,8188 , 8 2 5 2  , 7 9 5 1  , 7 6 8 3  - 7 2 2 6  
3 . 0 1 8  - 8 7 0 9  - 8 3 6 6  , 8 2 8 6  e 8 2 3 9  e 8 1 7 0  .E240 ,7927 e 7 6 7 0  e 7 1 9 9  
4.042 e 8 7 0 0  0 8 3 5 6  a 8 2 9 3  e b 2 3 5  e 8 1 5 7  e 6 2 3 2  ,7912 - 7 6 5 5  - 7 1 8 4  
5 . 0 2 7  - 8 6 9 3  .e354 - 8 3 0 3  , 8 2 3 2  - 8 1 4 5  e 8 2 2 5  , 7 9 0 3  - 7 6 4 8  e 7 1 7 8  

, 3 1 7 5  . ~ 3 7 3  , 4 9 1 3  , 4 9 6 0  . 5 i 2 ?  . 9 3 7 i  .9ic13 . 9 1 9 3  . a 8 1 7  
, 2 7 0 7  . ? 3 0 1  - 3 8 b 9  - 3 8 5 9  - 3 7 0 2  e 9 3 6 2  - 9 0 7 6  e 9 1 6 4  e 6 7 7 6  
, 2 6 2 5  , 9 2 6 4  , 3 2 3 6  , 2 7 1 7  e 2 7 5 0  e 9 3 6 3  e9075 e 0 1 5 9  e 9 7 6 6  
, 2 6 1 6  , 9 2 7 3  - 2 6 9 6  - 1 9 6 8  . 1 3 0 7  .936C .9068 . 9 1 5 1  . a 7 5 4  
. 2 5 1 7  . e 2 5 3  ,2159 ,1526 .ii44 , 9 3 4 8  .9060 . 9 i 4 2  . a 7 4 3  

YPR 

2 .001 
2 .496 
3.018 
4.042 
5.027 

33 

P R S I D i O  p R S I D 3 1  PRSID32 P R s I D 3 3  PRSID34 P R S I D 3 5  P R S I D 3 6  P R S I D 3 7  

- 7 3 5 7  - 4 9 8 9  , 4 9 8 9  , 4 9 8 6  - 4 9 9 1  e 4 9 9 0  - 5 7 9 3  - 5 4 1 8  
- 7 1 9 6  .COO0 - 3 9 9 8  , 3 9 9 6  e 4 0 0 0  e 3 9 9 9  - 5 0 7 0  , 4 3 8 7  
, 7 1 5 1  - 3 3 0 6  - 3 3 0 5  , 3 3 0 4  e 3 3 0 9  - 3 3 0 5  ,4463 - 3 7 5 7  
, 7 1 2 1  - 2 4 6 9  , 2 4 6 6  - 2 4 6 7  e 2 4 6 9  , 2 4 6 6  ,3962 - 2 9 9 9  
e 7 1 0 5  - 1 9 9 4  e 1 9 8 4  a 1 9 8 2  - 1 9 8 5  s 1 9 8 2  - 3 9 2 7  , 2 5 4 9  
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TABLE XIV. RATIO OF INTERNAL STATIC PRESSURE TO JET TOTAL PRESSURE FOR CONFIGURATION 13 

(a) Flap pressures 

NPP 

2 . 0 2 2  
2 .535  
3 .024  
4.017 
5 .019  

34 

, 3 8 5  - 6 0 5  e 8 4 6  e 9 6 9  

, 8 1 8 9  - 7 2 4 7  - 4 1 1 2  e 4 8 3 5  
- 8 1 7 9  a 7 2 2 6  , 2 7 8 8  , 3 7 2 9  
- 8 1 7 6  , 7 2 1 3  e 2 5 9 2  , 2 9 8 4  
. e 1 7 7  - 7 2 0 5  ,2600 e 1 5 8 9  
e 8 1 6 9  , 7 1 9 1  - 2 5 9 5  , 1 5 0 9  

Upper f l a p  pressures 

NP R 

Fixed lower f l a p  pressures 

I I 

e l 3 1  a 2 4 1  e 3 5 3  , 4 6 3  , 5 7 4  .6P5 e 7 9 6  e 9 0 6  

I ,  f ixed X ' l l  

2 . 0 2 2  
2.535 
3 . 0 2 4  
4 .017  
5.019 

, 7 9 4 8  - 7 9 8 1  e 7 6 9 1  e 6 9 3 7  - 6 3 2 9  , 5 8 1 2  - 5 4 1 2  - 4 9 2 8  

, 7 8 7 6  , 7 8 9 6  , 7 5 9 1  , 6 7 5 8  , 5 9 8 1  , 5 2 4 1  - 4 4 6 8  e 3 5 8 2  
e 7 8 6 9  . 7 8 9 5  - 7 5 8 3  e 6 7 4 2  a 5 9 6 0  e 5 2 1 1  e 4 3 0 8  e 3 2 4 3  

, 7 8 9 6  , 7 9 1 9  - 7 6 1 7  , 6 8 0 4  .6080 - 5 4 1 2  a 4 7 2 0  e 3 9 2 9  

, 7 8 4 9  .78d7  e 7 5 6 8  ,6722  a 5 9 4 6  e 5 2 0 7  - 4 3 0 5  - 3 2 3 5  

Lower rotating f l a p  pressures 

T O P  

2.022 
2 . 5 3 5  
3 .024  
4 . 0 1 7  
5 . 0 1 9  

x " / l I  ,KOt 

m4715 , 4 3 4 1  - 5 4 4 4  - 4 7 2 1  . j 6 3 8  , 5 3 5 1  - 5 2 5 1  - 5 1 8 1  
, 4 7 2 6  - 3 6 6 5  - 2 5 9 4  - 3 5 4 5  - 2 7 3 5  - 4 1 5 7  - 4 9 7 9  , 4 3 6 2  
-4780 - 3 6 8 6  - 2 5 9 0  - 1 7 2 0  , 2 1 3 8  e 2 5 6 5  ,2955  a 3 3 4 1  
, 4 8 3 4  , 3 6 9 8  e 2 5 9 4  a 1 7 2 7  e 0 9 3 9  , 1 8 0 1  , 1 7 7 2  - 1 9 1 6  
- 4 8 7 2  , 3 7 0 3  - 2 5 9 6  - 1 7 2 5  , 0 9 3 5  - 0 7 2 7  - 0 5 7 8  a1056 

Bottom 

I I 1 x " / l l ,  K O t  

I NPR I .131 . 2 4 ?  , 3 5 3  , 4 6 3  . 574  .6P5 .796  .906 I 



TABLE XIV. Concluded 

(b) Sidewall pressures 

2.022 
2.535 
3.024 
4.017 
5 .019  

i I N P R I  PRSIDl PRSIDZ PPSID3 PRSID4 PRSID5 PRSID6 PRSID? PRSID9 PRSIDlO 

, 8 9 2 0  , 4 9 0 9  - 8 5 5 8  , 8 9 1 7  e ~ 6 6 0  e 7 8 1 6  - 8 7 3 4  , 5 2 8 9  , 4 6 4 2  
e P Q 0 4  0 8 8 9 7  - 8 5 3 5  - 8 9 0 0  - 3 6 2 2  , 7 7 8 8  - 8 7 4 9  - 5 0 7 5  - 4 5 0 2  
- 8 8 9 6  - 8 8 7 6  - 8 5 2 4  - 8 8 8 8  - 8 6 0 0  , 7 7 7 6  e8744  - 4 9 6 5  , 4 4 7 4  
, 8 8 9 7  e8873  - 8 5 2 1  .E881 .E593 . 7 7 7 4  . e 7 4 4  , 4 8 1 1  , 4 4 3 6  
.Po92  e 8 8 6 3  , 0 5 1 1  - 8 8 7 3  - 0 5 6 8  - 7 7 6 4  - 8 7 5 3  e 4 7 6 7  - 4 4 2 9  

N P R  P R S I D l 1  PRCIDl3 PRSID14 PRSID15 PRTIDl5 PCSID17 PRSIF18 PSSID19 
L 

2 .022  , 4 6 1 2  - 4 8 5 8  - 4 9 9 6  , 5 1 6 8  ,2351 , 9 4 5 6  - 9 1 3 0  , 9 4 8 5  
2.535 e4479 e 3 8 7 6  , 3 6 3 1  e 3 0 7 4  , 2 9 4 0  e 9 4 6 5  e9126  094PO 
3 0 0 2 4  , 4460  , 3 1 3 9  -2748 , 2 6 1 0  ,2750 e 9 4 6 7  , 9 1 2 6  , 9 4 1 5  
4 .017  - 4 4 2 6  , 2 1 7 8  e 2 0 3 3  - 2 5 4 6  - 2 7 2 7  , 9 4 6 7  s9124  , 9 4 7 4  
5 . 0 1 9  , 4 4 1 8  - 1 5 4 8  - 2 0 1 9  - 2 5 4 2  - 2 7 3 2  - 9 4 5 3  a 9 1 2 3  , 9 4 6 3  

2.022 
2 .535  
3 0 0 2 4  
4 . 0 1 7  
5 .019  

PRSIDZO PRt IDZl  PPSlD22 PRCID23 PRSID24 FPSID25 PRSID27 PQSIDZB PRSID29 
~~~~~~~ ~ ~~~ 

, 8 7 5 9  a 8 8 7 3  e 8 2 6 6  , 8 1 5 6  , 8 2 6 1  e t 4 3 3  , 7 7 3 2  , 7 4 1 8  e 4 9 3 7  
- 8 7 4 3  e 8 8 5 0  e8230  , 8 1 1 5  , 8 2 1 0  , 8 3 8 2  e 7 6 6 5  0 7 3 2 %  - 3 9 3 7  
e 8 7 3 6  e 9 0 3 1  a b 2 1 8  0 0 1 0 7  e R 1 9 4  , 8 3 6 3  - 7 6 4 5  a 7 3 0 7  - 3 3 0 0  
- 8 7 3 2  - 8 8 3 3  - 8 2 2 1  , 8 1 1 5  . a198  - 8 3 5 1  , 7 6 4 8  - 7 3 0 1  .2484  
, 8 7 2 3  e8814  - 8 2 1 8  , 8 1 3 4  -8180 , 8 3 3 1  e7642  - 7 2 8 2  , 1 9 8 7  

YPR PRf In3D PSSID31 PRSlD32 PRSID33 PRSI334 PRSID35 PRSID36 PRSID37 

2 .022  - 6 7 7 9  - 4 9 4 2  - 4 9 4 1  - 4 9 3 8  - 4 9 4 4  - 4 9 4 1  - 4 9 3 9  , 4 9 4 1  
2 .535  , 6 6 2 1  , 3 9 4 0  - 3 9 3 9  , 3 9 3 9  , 3 9 4 2  - 3 9 4 1  - 3 9 3 5  - 3 9 3 9  
3 .024  - 6 5 7 3  e 3 3 0 2  - 3 3 0 2  , 3 2 9 9  - 3 3 0 3  , 3 3 0 1  e 3 3 0 3  a 3 3 0 1  
4 . 0 1 7  , 6 5 6 2  - 2 4 0 5  e 2 4 8 6  m2484 , 2 4 6 7  - 2 4 8 7  m2512 - 2 4 0 4  
5 . 0 1 9  - 6 5 5 3  , 1 9 8 9  , 1 9 9 0  a 1 9 8 9  .19d9  - 1 9 8 9  , 2 0 7 3  - 1 9 9 2  . 
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TABLE XV. RATIO OF INTERNAL STATIC PRESSURE TO JET TOTAL PRESSURE FOR CONFIGURATION 14 

(a) Flap pressures 

I Fixed lower flap pressures 

Upper flap pressures 
r I 1 

x'/lu ,rot I 
1 NPR I -1.396 -.P73 - . * 3 7  - 0 2 5 1  .17R . 3 Q ?  .607 .P21  1.035 1 . 7 4 9 1  

_ _  .- 
2.499 .9CO1 m9286 -9532 ,9480 .94b3 ,9197 .E764 -8249 ,7626 .I 

3.009 -8999 -9284 ,9563 , 9 4 8 4  -9470 ,9199 -8767 - 8 2 4 1  e7611 -6442 

.,4.474 -8996 ,9275 ,9624 -9502 ,9436 ,9211 e8793 -9237 -7598 e6437 
4.021 ,8997 .9279 -9613 ,9499 , 3 4 0 4  .9207 ,8782 , 8 2 3 5  .7600 . 6 4 3 A  

X'/ll,fixed I 1 NPR 1 . 3 8 5  . 6 O K  . P L 6  .96Ql 

2.027 ,7952 -6942 .3691 -4704 

4.021 .7934 , 6 8 8 8  . 2401  .2072 
4.474 -7933 ,6885 -2399 ,2072 

2 . 4 9 9  e7930 ,6907 -2589 e3714 
3.039 e7929 -6895 ,2397 -2687 

N P P  

2.027 
2.4R9 
3.009 
4.021 
4.474 

Lower rotating flap pressures 

TOP 

Bottom 

1 
X"/l 

I ,rot 

e131 e 7 4 2  ,351 . 4 t 3  a574 . 6 P 5  e 7 Q 6  -906 

,7133 e6189 -5529 .476b -3550 e3966 -5531 -5394 
,7013 -5874 - 4 6 7 2  -3802 ,2905 e2709 ,3128 ,4461 
,7025 -5882 a4649 a3350 ,1955 ,1538 a7629 e 2 9 0 f '  

a7074 -5920 e4672 - 3 3 6 4  ,1955 -1549 -1227 -0981 
.?Ob6 .5915 .4676 .3362 ,1963 -1547 .1276 ,0977 

~~ 
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TABLE XV. Concluded 

YPR 

2 . 0 2 7  
2 . 4 8 9  
3 . 0 3 9  
4.021 
4 . 4 7 4  

(b) Sidewall pressures 

' J R f I D l  PQS132 P P S I D 3  P K C I D 4  PK5105 P R J I D 6  P k S I D 7  PRSID9 P R S I D l O  

* P 7 P 1  , 8 8 5 0  , 8 2 9 1  - 8 6 0 8  a 3 8 6 3  - 7 5 0 0  a 8 2 0 3  e 5 7 0 6  e 6 0 0 1  
- 8 7 6 4  . @ e 3 2  e t 2 6 8  , 8 5 8 1  ,8847 - 7 4 5 1  , 8 1 6 1  - 5 4 1 7  - 5 7 0 7  
, 8 7 5 5  - 8 8 2 1  , 8 2 6 3  - 8 5 7 5  . d e 2 8  m7437 ,8156 . 5 2 P 1  , 5 6 7 2  
.P74P .@PO8 r b 2 6 4  , 8 5 6 6  , 6 8 1 6  a 7 4 3 7  , 8 1 5 6  e 5 1 8 3  - 5 6 4 9  
- 8 7 4 8  .8805 . a 2 6 4  , 8 5 6 5  ,3811 . 7 4 3 7  - 8 1 5 5  . 5 1 6 0  . 5 6 4 2  

U P Q ,  

2.027 
2 . 4 9 9  
3 . 0 3 9  
4 . 0 2 1  
4 . 4 7 4  

P R S I D l l  P P r I D l ?  P t l S I c ' ? ' ;  BWS:D:5 C%;i3ib F R S i G i i  P R S i O i S  P R F i D 1 9  

~ 6 2 2 0  e 4 7 5 1  - 4 9 5 3  , 5 1 7 8  , 3 4 5 3  - 9 4 3 2  - 8 9 5 5  m9438 
. 5 9 2 8  - 3 7 2 7  - 4 0 5 9  - 4 2 4 9  . 4 4 8 3  , 9 4 2 9  - 8 9 5 6  - 9 4 3 0  
. 5 $ 1 3  , 7 9 6 4  , 3 3 4 1  , 4 0 2 0  , 4 4 1 2  . $ 4 2 6  - 8 9 5 0  - 9 4 7 1  
- 5 9 3 0  - 2 0 7 8  , 3 1 6 1  e 4 0 2 5  , 4 4 2 5  e 9 4 1 5  e 9 9 1 7  , 9 4 0 6  
, 5 9 2 3  e 1 9 1 4  - 3 1 7 5  - 4 0 2 4  e 4 4 2 6  e9411 - 8 9 1 9  e 9 4 0 4  

Y ' R  

2 . 0 2 7  
2 . 4 8 9  
3 . 0 3 9  

4 . 4 7 4  
4 . 9 2 1  

I N D P  I P S S I D 3 0  P R T I D 3 1  P R S I D 3 2  PRSID33 P R j I i I 3 4  P k S I D 3 5  PRSID36 P S S I D 3 7 1  

D Q t 1 0 2 0  PI IS ID21 PCSID22 P R S I D 2 3  PSSID24 P R S l D 2 5  PRSID27 P Q S I O 2 8  P R S I D 2 9  

e 8 2 5 7  e 8 5 8 5  , 7 3 9 8  , 7 4 7 4  , 7 8 0 4  , 8 0 0 6  s 6 9 3 4  - 6 8 7 7  - 4 9 2 6  
- 8 2 3 0  - 8 5 6 5  - 7 3 6 5  , 7 4 2 9  - 7 7 7 1  e 7 9 7 5  - 6 8 7 7  - 6 5 4 2  , 4 0 1 6  
- 8 2 2 1  - 8 5 5 9  - 7 3 6 8  , 7 4 2 4  , 7 7 6 5  - 7 9 6 8  - 6 8 6 4  - 6 5 3 3  , 3 3 2 3  

- 8 1 9 3  , 8 5 4 6  - 7 3 4 2  - 7 4 0 4  ,7747 - 7 9 4 5  - 6 8 4 0  ,6612 , 2 2 3 3  
,8198 a 8 5 5 1  - 7 3 4 3  e 7 3 9 6  . 7 7 5 1  , 7 9 5 0  - 6 8 4 0  - 6 6 2 0  , 2 4 8 4  

2.027 
2 . 4 9 9  
3 . 0 0 9  
4 . 0 7 1  
4 . 4 7 4 ,  
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e 5 9 7 5  . 4 9 2 8  e 4 9 2 9  , 4 9 2 9  a 4 9 3 3  - 4 9 2 7  ~ 4 9 2 4  a 4 9 2 9  
.5P2Q a401R , 4 0 1 8  , 4 0 1 7  ,4015 - 4 0 1 6  .4020 - 4 0 1 7  
, 5 7 9 3  , 3 3 2 3  - 3 3 2 4  a 3 3 2 3  , 3 3 2 2  - 3 3 2 2  - 3 3 2 5  - 3 3 2 2  
- 5 7 7 6  - 2 4 8 4  , 2 4 8 5  - 2 4 8 4  , 2 4 3 1  - 2 4 8 4  - 2 4 8 7  e 2 4 8 4  
- 5 7 7 5  , 2 2 3 2  - 2 2 3 1  , 2 2 3 1  , 2 2 3 1  - 2 2 3 0  - 2 2 3 5  - 2 2 3 2  



Fixed lower flap pressures 

TABLE XVI. RATIO OF INTERNAL STATIC PRESSURE T O  JET TOTAL PRESSURE FOR CONFIGURATION 15 

(a) Flap pressures 

2 

I, fixed X'/l 1 

I x"/lI ,rot 1 

38 

Lower rotating flap pressures 

TOP 

I I  x"'ll ,rot  

Bottom 

1 1 1 



TABLE XVI. Concluded 

(b) Sidewall pressures 

1 . 9 5 2  
2 . 4 9 1  
2 .996  
3 . 4 9 6  

mP5A1 a 8 7 8 5  ma117 - 8 4 3 3  ,9054 e 7 3 5 4  e n 2 2 4  - 9 5 1 4  .5Y90 . h 7 4 ?  

- 8 5 2 6  , 8 7 4 3  , 8 0 3 7  , 8 3 6 2  ,9024 - 7 2 4 4  - 8 1 3 1  - 8 3 8 6  . > 4 6 8  , 6 3 6 0  
- 8 5 2 5  e 8 7 4 5  e 6 0 3 7  a P 3 6 3  .Y02n , 7 2 4 2  .P127 . '33@5 e 5 4 1 2  - 6 3 4 6  

. E 5 2 4  .I3740 ,11037 . e 3 6 6  ,9015 .725C . e 1 3 6  . 3 3 9 5  . 5 5 9 6  . 6 4 0 1  

I I 
I I 1 

1 . 9 9 2  
2 . 4 7 1  
2 . 9 9 6  
3 . 4 3 6  

1 1 . 9 8 7  e 7 3 0 6  , 7 7 3 0  - 4 6 6 6  - 5 4 5 8  - 6 0 3 9  a t 4 5 8  e 9 1 1 7  a 8 3 3 0  . 9 5 8 0  
I z . 4 9 1 1  e 7 0 4 2  e 7 4 5 6  . 3 6 3 *  e 4 6 0 6  . 5 4 j 3  e 6 0 5 9  , 9 0 8 4  . e 3 1 4  e 8 5 0 4  

2 .596  - 7 0 1 4  e 7 4 4 0  e 3 1 2 5  a 4 2 5 3  ,5315 , 5 9 5 4  .90@8 - 3 3 1 5  - 3 5 0 5  
3 . 4 7 6  . 7 C l l  , 7 4 3 6  , 2 7 1 6  ,417E , 5 3 1 0  . 5 9 5 2  .9077 - 8 3 0 8  , 8 4 9 8  

e 4 4 9 7  .43Ra e 5 0 4 0  .503C e5035 , 5 0 3 9  e 5 0 3 0  . 5 0 3 P  m5040 
- 3 7 9 5  , 3 4 9 4  - 4 0 1 1  - 4 0 0 9  - 4 3 0 7  , 4 0 0 9  , 4 0 1 0  - 4 O C 8  a 4 0 1 0  
- 3 8 0 3  - 3 2 3 3  - 3 3 4 6  - 3 3 4 5  - 3 3 4 3  , 3 3 4 6  , 3 3 4 6  , 3 3 4 3  , 3 3 4 5  
- 3 8 1 0  - 3 2 2 6  . 2 8 5 d  a2U57 ,2354 . 2 h 5 6  e 2 F 5 7  . 2 p 6 5  , 2 8 5 5  
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40 





42 

4 
a] 



Sta. 41.13 
Note: x '  and x" reference axes rotate w i th  upper 

and lower ro tat ing flaps, respectively (-XI 

remains fixed). 

1.300 

'2, f ixed 

(a) Reference axes and other nozzle parameters. 

Figure 3. Sketches defining nozzle geometry and important model parameters. All dimensions are in inches 
unless otherwise noted. 
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Sta. 41.130 

1 Sta. 44.950 

Sta. 45.650 

Or i f i  
\lame 
'RS I D1 

2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
1 3  
1 4  
15 
16 
1 7  
1 8  
19 
20 
2 1  
22 
23 
24 
25 
26 
27 
28 
29 
30 
31 
32 
33 
34 
35 
3E 
3; 

locati 
x, in. 

0 ,75  
1 , 3 5  
0,63 
1 , 0 6  
1 , 5 0  
0 .83  
1,20 
1 , 7 4  
1 , 2 5  
1 , 4 7  
1,69 
1,90 
1 , 4 5  
1 , 6 7  
1 , 8 8  
2 , l O  
2 , 1 3  
2 , 1 3  
2 ,56  
2.10 
2 .56  
2 , 3 0  
2 , 5 2  
2 I 7 4  
2 , 9 5  
3 ,19  
2.50 
2.94 
3.38 
2.70 
3.75 
4.06 
3.75 
4.06 
4.38 
3.75 
4 ,06  
7 

S 
z, in. 
0,00 
0,00 

-0 I 76 
-0 I 53 
-0 .28  
-1 ,13  
-0 I 75 
-0,72 
-1 ,35  
-1.23 
-1,10 
-0 I 97 
- 1 , 7 0  
- 1 - 5 8  
-1 ,44  
- 1 , 3 1  

0.92 
0 , 4 7  
0 , 7 1  
0,00 
0,25 

-0 ,36  
-0 I 24 
-0 ,12  
0,00 
0 , 1 3  

-0.71 
-0.47 
-0.27 
-1.08 
0.50 
0.50 
0.00 
0.00 
0.00 

-0.50 
-0 50 

(d) Pressure orifice locations on sidewall. 

Figure 3.- Concluded. 
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P' Pt , j 

1.0 

. 8  

.6 

. 4  

.2 

6 ,deg NPR Conf 
V 

0 0 3.01 1 
0 15 2.99 2 
0 30 3.01 3 
A 45 3.04 4 
b 60 3.00 5 

P a /  Pt , 

0 
0 . 2  . 4  . 6  

x'zZ, f ixed 

. 8  1.0 

Figure 6. Effects of vector angle on lower-fixed-flap centerline internal static-pressure distributions. Baseline 
upper rotating flap. 
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(a) Baseline upper rotating flap with 6, = 0". 

Figure 7. Sidewall contours of ratio of internal static pressure to jet total pressure for selected configurations. 

Nominal NPR = 3.0. 
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(b) Angled upper rotating flap with 6, = 0'. 

Figure 7. Continued. 
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( c )  Long upper rotating flap with 6, = 0" 

Figure 7. Continued. 
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(d) Baseline upper rotating flap with 6, = 15". 

Figure 7. Continued. 
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(e) Baseline upper rotating flap with 6, = 30". 

Figure 7. Continued. 
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( f )  Baseline upper rotating flap with 6, = 45" 

Figure 7. Continued. 
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(g) Baseline upper rotating flap with 6, = 60". 

Figure 7. Concluded. 
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1.00 
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F/ Fi 
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1.00 

.96 

w I W .  
P I  

.92 
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1 3 5 7 

N P R  

Conf Upper rotating flap 

0 1  Baseline 

0 11 Long 
- _ -  0 6  Angled 

32 

28 

24 

20 

12 

8 

4 

0 

1 3 5 7 

N P R  

-4 

(a) 6, = 0". 

Figure 8. Effects of upper-rotating-flap configuration on nozzle performance as a function of nozzle pressure 
ratio. Data without symbols indicate F,/F,. 
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(b) 6, = 15". 

Figure 8. Continued. 
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Figure 8. Continued. 
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